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the top of the BMP ponding elevation. BMP-2 is located 19.8-feet side gradient of Units O & P and 
the ponding elevation is greater than the basement slab elevation.  A foundation drain, both interior 
and exterior, has been designed to prevent the BMP from impacting the basement of Units O & P. 
 
BMP-4: Infiltration Chambers-Section 5.3: Stormwater Infiltration Practices 
As shown in Table 5.2, the minimum Horizontal Setbacks from Infiltration Facilities for an 
infiltration facility must be 25-feet down gradient and 50-feet upgradient from structures. BMP-4 
is located 9.0 feet side gradient from units O & P, and the ponding elevation is greater than the 
basement slab elevation by 0.50-feet.  A foundation drain, both interior and exterior, has been 
designed to prevent the BMP from impacting the basement of Units O & P. 
 
BMP-8A & 8B: Infiltration Chambers-Section 5.3: Stormwater Infiltration Practices 
As shown in Table 5.2, the minimum Horizontal Setbacks from Infiltration Facilities for an 
infiltration facility must be 25-feet down gradient and 50-feet upgradient from structures. BMP-8A 
an 8B are located approximately 19-feet down gradient of Units A & B and Units C & D.  The 
basement slabs and top of ponding elevations are equal. These BMPs are also upgradient of Units 
K & L and Units M & N by 36-feet and 38-feet, respectively. A foundation drain, both interior and 
exterior, has been designed to prevent the BMPs from impacting the basements of Units K & L and 
Units M & N, which also have walkout basements. 
 
BMP-9A & 9B: Infiltration Chambers-Section 5.3: Stormwater Infiltration Practices 
As shown in Table 5.2, the minimum Horizontal Setbacks from Infiltration Facilities for an 
infiltration facility must be 25-feet down gradient and 50-feet upgradient from structures. BMP-9A 
and 9B are located approximately 23-feet and 15-feet down gradient of Units G & H and Units I & 
J.  The basement slabs for Units G & H are equal to the top of ponding in BMP-9A and the basement 
slab for I & J is lower than the top of ponding elevation. A foundation drain, both interior and 
exterior, has been designed to prevent the BMP-9B from impacting the basements of Units I & J. 
BMP-9A and 9B are located approximately 41.5-feet and 44.3-feet up gradient of Units O & P. A 
foundation drain, both interior and exterior, has been designed to prevent the BMPs from impacting 
the basements of Units O & P. 
 
 

 
Conclusion 

 
The stormwater collection and treatment systems meet the intent of the design criteria set forth by 
RIDEM. The system will protect the natural resources in the area by providing pollution protection and 
reduced peak flow rates and volumes. 
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Summary for Subcatchment 1S: EX SUB AREA-1

Runoff = 0.14 cfs @ 12.46 hrs,  Volume= 0.029 af,  Depth= 0.23"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Adj Description
1,665 32 Woods/grass comb., Good, HSG A
4,373 98 Unconnected roofs, HSG B

28,687 58 Woods/grass comb., Good, HSG B
2,473 85 Gravel roads, HSG B

25,648 61 >75% Grass cover, Good, HSG B
2,451 39 >75% Grass cover, Good, HSG A

65,297 62 60 Weighted Average, UI Adjusted
60,924 59 59 93.30% Pervious Area
4,373 98 98 6.70% Impervious Area
4,373 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)
13.6 100 0.0600 0.12 Sheet Flow,

Woods: Light underbrush   n= 0.400   P2= 3.30"
2.0 352 0.0400 3.00 Shallow Concentrated Flow,

Grassed Waterway   Kv= 15.0 fps
15.6 452 Total

Subcatchment 1S: EX SUB AREA-1
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Type III 24-hr
1-Year Rainfall=2.70"

Runoff Area=65,297 sf
Runoff Volume=0.029 af

Runoff Depth=0.23"
Flow Length=452'

Tc=15.6 min
UI Adjusted CN=60

0.14 cfs
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Summary for Subcatchment 2S: EX SUBSREA-2

Runoff = 0.02 cfs @ 12.56 hrs,  Volume= 0.008 af,  Depth= 0.12"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Adj Description
1,163 98 Unconnected roofs, HSG B
5,546 32 Woods/grass comb., Good, HSG A

650 85 Gravel roads, HSG B
25,273 58 Woods/grass comb., Good, HSG B
32,632 56 55 Weighted Average, UI Adjusted
31,469 54 54 96.44% Pervious Area
1,163 98 98 3.56% Impervious Area
1,163 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)
13.6 100 0.0600 0.12 Sheet Flow,

Woods: Light underbrush   n= 0.400   P2= 3.30"
0.2 58 0.1030 4.81 Shallow Concentrated Flow,

Grassed Waterway   Kv= 15.0 fps
13.8 158 Total
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Type III 24-hr
1-Year Rainfall=2.70"

Runoff Area=32,632 sf
Runoff Volume=0.008 af

Runoff Depth=0.12"
Flow Length=158'

Tc=13.8 min
UI Adjusted CN=55

0.02 cfs
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Summary for Subcatchment 3S: EX SUB AREA-3

Runoff = 0.12 cfs @ 12.18 hrs,  Volume= 0.015 af,  Depth= 0.38"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Adj Description
15,875 61 >75% Grass cover, Good, HSG B
5,018 98 Unconnected pavement, HSG B

20,893 70 65 Weighted Average, UI Adjusted
15,875 61 61 75.98% Pervious Area
5,018 98 98 24.02% Impervious Area
5,018 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

8.1 100 0.0800 0.21 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

1.5 180 0.0100 2.03 Shallow Concentrated Flow,
Paved   Kv= 20.3 fps

9.6 280 Total

Subcatchment 3S: EX SUB AREA-3
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Type III 24-hr
1-Year Rainfall=2.70"

Runoff Area=20,893 sf
Runoff Volume=0.015 af

Runoff Depth=0.38"
Flow Length=280'

Tc=9.6 min
UI Adjusted CN=65

0.12 cfs
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Summary for Link 1L: EX. TOTAL SITE

Inflow Area = 2.728 ac, 8.88% Impervious,  Inflow Depth = 0.23"    for  1-Year event
Inflow = 0.24 cfs @ 12.43 hrs,  Volume= 0.052 af
Primary = 0.24 cfs @ 12.43 hrs,  Volume= 0.052 af,  Atten= 0%,  Lag= 0.0 min

Primary outflow = Inflow, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs

Link 1L: EX. TOTAL SITE
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Inflow Area=2.728 ac
0.24 cfs
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Summary for Link 2L: DP-1

Inflow Area = 1.499 ac, 6.70% Impervious,  Inflow Depth = 0.23"    for  1-Year event
Inflow = 0.14 cfs @ 12.46 hrs,  Volume= 0.029 af
Primary = 0.14 cfs @ 12.46 hrs,  Volume= 0.029 af,  Atten= 0%,  Lag= 0.0 min

Primary outflow = Inflow, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs

Link 2L: DP-1
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Inflow Area=1.499 ac
0.14 cfs
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Summary for Link 3L: DP-2

Inflow Area = 0.749 ac, 3.56% Impervious,  Inflow Depth = 0.12"    for  1-Year event
Inflow = 0.02 cfs @ 12.56 hrs,  Volume= 0.008 af
Primary = 0.02 cfs @ 12.56 hrs,  Volume= 0.008 af,  Atten= 0%,  Lag= 0.0 min

Primary outflow = Inflow, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs

Link 3L: DP-2
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Inflow Area=0.749 ac
0.02 cfs
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Summary for Link 4L: DP-3

Inflow Area = 0.480 ac, 24.02% Impervious,  Inflow Depth = 0.38"    for  1-Year event
Inflow = 0.12 cfs @ 12.18 hrs,  Volume= 0.015 af
Primary = 0.12 cfs @ 12.18 hrs,  Volume= 0.015 af,  Atten= 0%,  Lag= 0.0 min

Primary outflow = Inflow, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs

Link 4L: DP-3
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Inflow Area=0.480 ac
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Time span=0.00-48.00 hrs, dt=0.01 hrs, 4801 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Dyn-Stor-Ind method  -  Pond routing by Dyn-Stor-Ind method

Runoff Area=65,297 sf   6.70% Impervious   Runoff Depth=1.19"Subcatchment 1S: EX SUB AREA-1
   Flow Length=452'   Tc=15.6 min   UI Adjusted CN=60   Runoff=1.35 cfs  0.148 af

Runoff Area=32,632 sf   3.56% Impervious   Runoff Depth=0.88"Subcatchment 2S: EX SUBSREA-2
   Flow Length=158'   Tc=13.8 min   UI Adjusted CN=55   Runoff=0.46 cfs  0.055 af

Runoff Area=20,893 sf   24.02% Impervious   Runoff Depth=1.52"Subcatchment 3S: EX SUB AREA-3
   Flow Length=280'   Tc=9.6 min   UI Adjusted CN=65   Runoff=0.71 cfs  0.061 af

   Inflow=2.39 cfs  0.264 afLink 1L: EX. TOTAL SITE
   Primary=2.39 cfs  0.264 af

   Inflow=1.35 cfs  0.148 afLink 2L: DP-1
   Primary=1.35 cfs  0.148 af

   Inflow=0.46 cfs  0.055 afLink 3L: DP-2
   Primary=0.46 cfs  0.055 af

   Inflow=0.71 cfs  0.061 afLink 4L: DP-3
   Primary=0.71 cfs  0.061 af

Total Runoff Area = 2.728 ac   Runoff Volume = 0.264 af   Average Runoff Depth = 1.16"
91.12% Pervious = 2.485 ac     8.88% Impervious = 0.242 ac



Type III 24-hr  25-Year Rainfall=6.20"25024.00-SIENA CONDOS EX Cond-08-05-2025
  Printed  9/2/2025Prepared by {enter your company name here}

HydroCAD® 10.00-26  s/n 05727  © 2020 HydroCAD Software Solutions LLC

Time span=0.00-48.00 hrs, dt=0.01 hrs, 4801 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Dyn-Stor-Ind method  -  Pond routing by Dyn-Stor-Ind method

Runoff Area=65,297 sf   6.70% Impervious   Runoff Depth=2.05"Subcatchment 1S: EX SUB AREA-1
   Flow Length=452'   Tc=15.6 min   UI Adjusted CN=60   Runoff=2.54 cfs  0.257 af

Runoff Area=32,632 sf   3.56% Impervious   Runoff Depth=1.63"Subcatchment 2S: EX SUBSREA-2
   Flow Length=158'   Tc=13.8 min   UI Adjusted CN=55   Runoff=1.00 cfs  0.102 af

Runoff Area=20,893 sf   24.02% Impervious   Runoff Depth=2.50"Subcatchment 3S: EX SUB AREA-3
   Flow Length=280'   Tc=9.6 min   UI Adjusted CN=65   Runoff=1.22 cfs  0.100 af

   Inflow=4.54 cfs  0.458 afLink 1L: EX. TOTAL SITE
   Primary=4.54 cfs  0.458 af

   Inflow=2.54 cfs  0.257 afLink 2L: DP-1
   Primary=2.54 cfs  0.257 af

   Inflow=1.00 cfs  0.102 afLink 3L: DP-2
   Primary=1.00 cfs  0.102 af

   Inflow=1.22 cfs  0.100 afLink 4L: DP-3
   Primary=1.22 cfs  0.100 af

Total Runoff Area = 2.728 ac   Runoff Volume = 0.458 af   Average Runoff Depth = 2.02"
91.12% Pervious = 2.485 ac     8.88% Impervious = 0.242 ac
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Time span=0.00-48.00 hrs, dt=0.01 hrs, 4801 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Dyn-Stor-Ind method  -  Pond routing by Dyn-Stor-Ind method

Runoff Area=65,297 sf   6.70% Impervious   Runoff Depth=3.87"Subcatchment 1S: EX SUB AREA-1
   Flow Length=452'   Tc=15.6 min   UI Adjusted CN=60   Runoff=5.01 cfs  0.483 af

Runoff Area=32,632 sf   3.56% Impervious   Runoff Depth=3.27"Subcatchment 2S: EX SUBSREA-2
   Flow Length=158'   Tc=13.8 min   UI Adjusted CN=55   Runoff=2.17 cfs  0.204 af

Runoff Area=20,893 sf   24.02% Impervious   Runoff Depth=4.47"Subcatchment 3S: EX SUB AREA-3
   Flow Length=280'   Tc=9.6 min   UI Adjusted CN=65   Runoff=2.22 cfs  0.179 af

   Inflow=9.04 cfs  0.866 afLink 1L: EX. TOTAL SITE
   Primary=9.04 cfs  0.866 af

   Inflow=5.01 cfs  0.483 afLink 2L: DP-1
   Primary=5.01 cfs  0.483 af

   Inflow=2.17 cfs  0.204 afLink 3L: DP-2
   Primary=2.17 cfs  0.204 af

   Inflow=2.22 cfs  0.179 afLink 4L: DP-3
   Primary=2.22 cfs  0.179 af

Total Runoff Area = 2.728 ac   Runoff Volume = 0.866 af   Average Runoff Depth = 3.81"
91.12% Pervious = 2.485 ac     8.88% Impervious = 0.242 ac
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Time span=0.00-48.00 hrs, dt=0.01 hrs, 4801 points
Runoff by SCS TR-20 method, UH=SCS, Split Pervious/Imperv.

Reach routing by Dyn-Stor-Ind method  -  Pond routing by Dyn-Stor-Ind method

Runoff Area=65,297 sf   6.70% Impervious   Runoff Depth=0.07"Subcatchment 1S: EX SUB AREA-1
   Flow Length=452'   Tc=15.6 min   CN=59/98   Runoff=0.08 cfs  0.008 af

Runoff Area=32,632 sf   3.56% Impervious   Runoff Depth=0.04"Subcatchment 2S: EX SUBSREA-2
   Flow Length=158'   Tc=13.8 min   CN=54/98   Runoff=0.02 cfs  0.002 af

Runoff Area=20,893 sf   24.02% Impervious   Runoff Depth=0.24"Subcatchment 3S: EX SUB AREA-3
   Flow Length=280'   Tc=9.6 min   CN=61/98   Runoff=0.11 cfs  0.009 af

   Inflow=0.21 cfs  0.020 afLink 1L: EX. TOTAL SITE
   Primary=0.21 cfs  0.020 af

   Inflow=0.08 cfs  0.008 afLink 2L: DP-1
   Primary=0.08 cfs  0.008 af

   Inflow=0.02 cfs  0.002 afLink 3L: DP-2
   Primary=0.02 cfs  0.002 af

   Inflow=0.11 cfs  0.009 afLink 4L: DP-3
   Primary=0.11 cfs  0.009 af

Total Runoff Area = 2.728 ac   Runoff Volume = 0.020 af   Average Runoff Depth = 0.09"
91.12% Pervious = 2.485 ac     8.88% Impervious = 0.242 ac
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Summary for Subcatchment 3S: PR-SUBAREA-1E

Runoff = 0.16 cfs @ 12.17 hrs,  Volume= 0.015 af,  Depth= 0.77"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
4,412 98 Paved parking, HSG B
1,226 39 >75% Grass cover, Good, HSG A
4,254 61 >75% Grass cover, Good, HSG B
9,892 75 Weighted Average
5,480 56 55.40% Pervious Area
4,412 98 44.60% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.5 36 0.0830 0.17 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

7.0 64 0.0470 0.15 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

0.7 75 0.0080 1.82 Shallow Concentrated Flow,
Paved   Kv= 20.3 fps

11.2 175 Total

Subcatchment 3S: PR-SUBAREA-1E
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Type III 24-hr
1-Year Rainfall=2.70"
Runoff Area=9,892 sf

Runoff Volume=0.015 af
Runoff Depth=0.77"

Flow Length=175'
Tc=11.2 min

CN=75

0.16 cfs
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Summary for Subcatchment 4S: PR-SUBAREA-2

Runoff = 0.02 cfs @ 12.42 hrs,  Volume= 0.005 af,  Depth= 0.23"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Adj Description
10,436 61 >75% Grass cover, Good, HSG B

160 98 Unconnected pavement, HSG B
476 39 >75% Grass cover, Good, HSG A

11,072 61 60 Weighted Average, UI Adjusted
10,912 60 60 98.55% Pervious Area

160 98 98 1.45% Impervious Area
160 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.0 40 0.0750 0.17 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

8.2 60 0.0280 0.12 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

0.1 35 0.1500 5.81 Shallow Concentrated Flow,
Grassed Waterway   Kv= 15.0 fps

12.3 135 Total

Subcatchment 4S: PR-SUBAREA-2

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.026

0.024

0.022

0.02

0.018

0.016

0.014

0.012

0.01

0.008

0.006

0.004

0.002

0

Type III 24-hr
1-Year Rainfall=2.70"

Runoff Area=11,072 sf
Runoff Volume=0.005 af

Runoff Depth=0.23"
Flow Length=135'

Tc=12.3 min
UI Adjusted CN=60

0.02 cfs
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Summary for Subcatchment 5S: PR-SUBAREA-1F

Runoff = 0.14 cfs @ 12.20 hrs,  Volume= 0.016 af,  Depth= 0.48"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
3,315 98 Paved parking, HSG B

14,522 61 >75% Grass cover, Good, HSG B
17,837 68 Weighted Average
14,522 61 81.42% Pervious Area
3,315 98 18.58% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

3.6 44 0.1140 0.20 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

5.6 56 0.0625 0.17 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

2.4 142 0.0200 0.99 Shallow Concentrated Flow,
Short Grass Pasture   Kv= 7.0 fps

11.6 242 Total

Subcatchment 5S: PR-SUBAREA-1F

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.15

0.14

0.13

0.12

0.11

0.1

0.09

0.08

0.07

0.06

0.05

0.04

0.03

0.02

0.01

0

Type III 24-hr
1-Year Rainfall=2.70"

Runoff Area=17,837 sf
Runoff Volume=0.016 af

Runoff Depth=0.48"
Flow Length=242'

Tc=11.6 min
CN=68

0.14 cfs
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Summary for Subcatchment 6S: PR-SUBAREA-1G

Runoff = 0.21 cfs @ 12.08 hrs,  Volume= 0.015 af,  Depth= 0.87"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
332 98 Unconnected roofs, HSG B

3,438 98 Paved parking, HSG B
5,160 61 >75% Grass cover, Good, HSG B
8,930 77 Weighted Average
5,160 61 57.78% Pervious Area
3,770 98 42.22% Impervious Area

332 8.81% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

4.4 57 0.1200 0.22 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

0.4 43 0.0460 1.65 Sheet Flow,
Smooth surfaces   n= 0.011   P2= 3.30"

0.1 16 0.0460 4.35 Shallow Concentrated Flow,
Paved   Kv= 20.3 fps

4.9 116 Total

Subcatchment 6S: PR-SUBAREA-1G

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.23
0.22
0.21

0.2
0.19
0.18
0.17
0.16
0.15
0.14
0.13
0.12
0.11

0.1
0.09
0.08
0.07
0.06
0.05
0.04
0.03
0.02
0.01

0

Type III 24-hr
1-Year Rainfall=2.70"
Runoff Area=8,930 sf

Runoff Volume=0.015 af
Runoff Depth=0.87"

Flow Length=116'
Tc=4.9 min

CN=77

0.21 cfs
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Summary for Subcatchment 7S: PR-SUBAREA-1H

Runoff = 0.04 cfs @ 12.14 hrs,  Volume= 0.004 af,  Depth= 0.41"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Adj Description
3,755 61 >75% Grass cover, Good, HSG B
1,381 98 Unconnected pavement, HSG B
5,136 71 66 Weighted Average, UI Adjusted
3,755 61 61 73.11% Pervious Area
1,381 98 98 26.89% Impervious Area
1,381 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.3 57 0.0750 0.18 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

2.1 25 0.1400 0.20 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

7.4 82 Total

Subcatchment 7S: PR-SUBAREA-1H

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.04

0.038

0.036

0.034

0.032

0.03

0.028

0.026

0.024
0.022

0.02

0.018

0.016

0.014

0.012

0.01

0.008

0.006

0.004

0.002

0

Type III 24-hr
1-Year Rainfall=2.70"
Runoff Area=5,136 sf

Runoff Volume=0.004 af
Runoff Depth=0.41"

Flow Length=82'
Tc=7.4 min

UI Adjusted CN=66

0.04 cfs
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Summary for Subcatchment 8S: PR-SUBAREA-3

Runoff = 0.12 cfs @ 12.18 hrs,  Volume= 0.015 af,  Depth= 0.38"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Adj Description
15,875 61 >75% Grass cover, Good, HSG B
5,018 98 Unconnected pavement, HSG B

20,893 70 65 Weighted Average, UI Adjusted
15,875 61 61 75.98% Pervious Area
5,018 98 98 24.02% Impervious Area
5,018 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

8.1 100 0.0800 0.21 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

1.5 180 0.0100 2.03 Shallow Concentrated Flow,
Paved   Kv= 20.3 fps

9.6 280 Total

Subcatchment 8S: PR-SUBAREA-3

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.12

0.11

0.1

0.09

0.08

0.07

0.06

0.05

0.04

0.03

0.02

0.01

0

Type III 24-hr
1-Year Rainfall=2.70"

Runoff Area=20,893 sf
Runoff Volume=0.015 af

Runoff Depth=0.38"
Flow Length=280'

Tc=9.6 min
UI Adjusted CN=65

0.12 cfs
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Summary for Subcatchment 15S: PR-SUBAREA-1A

Runoff = 0.08 cfs @ 12.11 hrs,  Volume= 0.006 af,  Depth= 1.03"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
1,652 98 Unconnected pavement, HSG B
1,566 61 >75% Grass cover, Good, HSG B
3,218 80 Weighted Average
1,566 61 48.66% Pervious Area
1,652 98 51.34% Impervious Area
1,652 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

6.9 65 0.0500 0.16 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

0.2 45 0.0500 4.54 Shallow Concentrated Flow,
Paved   Kv= 20.3 fps

7.1 110 Total

Subcatchment 15S: PR-SUBAREA-1A

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.09

0.085

0.08

0.075

0.07

0.065

0.06

0.055

0.05

0.045

0.04

0.035

0.03

0.025

0.02

0.015

0.01

0.005

0

Type III 24-hr
1-Year Rainfall=2.70"
Runoff Area=3,218 sf

Runoff Volume=0.006 af
Runoff Depth=1.03"

Flow Length=110'
Slope=0.0500 '/'

Tc=7.1 min
CN=80

0.08 cfs
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Summary for Subcatchment 16S: PR-SUBAREA-1B

Runoff = 0.09 cfs @ 12.15 hrs,  Volume= 0.010 af,  Depth= 0.48"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
4,008 98 Paved parking, HSG B
3,552 39 >75% Grass cover, Good, HSG A
3,225 61 >75% Grass cover, Good, HSG B

10,785 68 Weighted Average
6,777 49 62.84% Pervious Area
4,008 98 37.16% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

8.7 94 0.0580 0.18 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

0.1 20 0.0500 4.54 Shallow Concentrated Flow,
Paved   Kv= 20.3 fps

8.8 114 Total

Subcatchment 16S: PR-SUBAREA-1B

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.105

0.1

0.095

0.09

0.085
0.08

0.075

0.07

0.065

0.06
0.055

0.05

0.045
0.04

0.035

0.03

0.025

0.02
0.015

0.01

0.005

0

Type III 24-hr
1-Year Rainfall=2.70"

Runoff Area=10,785 sf
Runoff Volume=0.010 af

Runoff Depth=0.48"
Flow Length=114'

Tc=8.8 min
CN=68

0.09 cfs
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Summary for Subcatchment 17S: PR-SUBARE-1C

Runoff = 0.33 cfs @ 12.13 hrs,  Volume= 0.027 af,  Depth= 1.21"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
4,670 98 Roofs, HSG B

142 98 Roofs, HSG A
2,942 98 Paved parking, HSG B
1,660 39 >75% Grass cover, Good, HSG A
2,044 61 >75% Grass cover, Good, HSG B

11,458 83 Weighted Average
3,704 51 32.33% Pervious Area
7,754 98 67.67% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

9.0 98 0.0580 0.18 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

0.1 22 0.0500 4.54 Shallow Concentrated Flow,
Paved   Kv= 20.3 fps

9.1 120 Total

Subcatchment 17S: PR-SUBARE-1C

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.36

0.34

0.32

0.3

0.28

0.26

0.24

0.22

0.2

0.18

0.16

0.14

0.12

0.1

0.08

0.06

0.04

0.02

0

Type III 24-hr
1-Year Rainfall=2.70"

Runoff Area=11,458 sf
Runoff Volume=0.027 af

Runoff Depth=1.21"
Flow Length=120'

Tc=9.1 min
CN=83

0.33 cfs
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Summary for Subcatchment 18S: PR-SUBAREA-1D

Runoff = 0.16 cfs @ 12.16 hrs,  Volume= 0.015 af,  Depth= 0.68"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
235 98 Roofs, HSG A

2,655 98 Roofs, HSG B
2,222 98 Paved parking, HSG B
2,300 39 >75% Grass cover, Good, HSG A
4,486 61 >75% Grass cover, Good, HSG B

11,898 73 Weighted Average
6,786 54 57.03% Pervious Area
5,112 98 42.97% Impervious Area

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

2.3 22 0.0900 0.16 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

7.5 71 0.0490 0.16 Sheet Flow,
Grass: Dense   n= 0.240   P2= 3.30"

0.4 78 0.0320 3.63 Shallow Concentrated Flow,
Paved   Kv= 20.3 fps

0.5 136 0.0480 4.45 Shallow Concentrated Flow,
Paved   Kv= 20.3 fps

10.7 307 Total
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Subcatchment 18S: PR-SUBAREA-1D

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.18

0.17

0.16

0.15

0.14

0.13

0.12

0.11

0.1

0.09

0.08

0.07

0.06

0.05

0.04

0.03

0.02

0.01

0

Type III 24-hr
1-Year Rainfall=2.70"

Runoff Area=11,898 sf
Runoff Volume=0.015 af

Runoff Depth=0.68"
Flow Length=307'

Tc=10.7 min
CN=73

0.16 cfs
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Summary for Subcatchment 19S: PR-SUBAREA-1-E ROOFS

Runoff = 0.12 cfs @ 12.07 hrs,  Volume= 0.009 af,  Depth= 2.47"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
1,924 98 Unconnected roofs, HSG B
1,924 98 100.00% Impervious Area
1,924 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.0 Direct Entry,

Subcatchment 19S: PR-SUBAREA-1-E ROOFS

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.13

0.12

0.11

0.1

0.09

0.08

0.07

0.06

0.05

0.04

0.03

0.02

0.01

0

Type III 24-hr
1-Year Rainfall=2.70"
Runoff Area=1,924 sf

Runoff Volume=0.009 af
Runoff Depth=2.47"

Tc=5.0 min
CN=98

0.12 cfs



Type III 24-hr  1-Year Rainfall=2.70"25024.00-SIENA CONDOS PR COND-08-05-2025
  Printed  9/2/2025Prepared by {enter your company name here}

Page 14HydroCAD® 10.00-26  s/n 05727  © 2020 HydroCAD Software Solutions LLC

Summary for Subcatchment 20S: PR-SUBAREA-1-E ROOFS

Runoff = 0.12 cfs @ 12.07 hrs,  Volume= 0.009 af,  Depth= 2.47"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
1,924 98 Unconnected roofs, HSG B
1,924 98 100.00% Impervious Area
1,924 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.0 Direct Entry,

Subcatchment 20S: PR-SUBAREA-1-E ROOFS

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.13

0.12

0.11

0.1

0.09

0.08

0.07

0.06

0.05

0.04

0.03

0.02

0.01

0

Type III 24-hr
1-Year Rainfall=2.70"
Runoff Area=1,924 sf

Runoff Volume=0.009 af
Runoff Depth=2.47"

Tc=5.0 min
CN=98

0.12 cfs
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Summary for Subcatchment 21S: PR-SUBAREA-1-B ROOFS

Runoff = 0.12 cfs @ 12.07 hrs,  Volume= 0.009 af,  Depth= 2.47"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
294 98 Unconnected roofs, HSG A

1,630 98 Unconnected roofs, HSG B
1,924 98 Weighted Average
1,924 98 100.00% Impervious Area
1,924 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.0 Direct Entry,

Subcatchment 21S: PR-SUBAREA-1-B ROOFS

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.13

0.12

0.11

0.1

0.09

0.08

0.07

0.06

0.05

0.04

0.03

0.02

0.01

0

Type III 24-hr
1-Year Rainfall=2.70"
Runoff Area=1,924 sf

Runoff Volume=0.009 af
Runoff Depth=2.47"

Tc=5.0 min
CN=98

0.12 cfs
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Summary for Subcatchment 22S: PR-SUBAREA-1-B ROOFS

Runoff = 0.12 cfs @ 12.07 hrs,  Volume= 0.009 af,  Depth= 2.47"

Runoff by SCS TR-20 method, UH=SCS, Weighted-CN, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Type III 24-hr  1-Year Rainfall=2.70"

Area (sf) CN Description
295 98 Unconnected roofs, HSG A

1,630 98 Unconnected roofs, HSG B
1,925 98 Weighted Average
1,925 98 100.00% Impervious Area
1,925 100.00% Unconnected

Tc Length Slope Velocity Capacity Description
(min) (feet) (ft/ft) (ft/sec) (cfs)

5.0 Direct Entry,

Subcatchment 22S: PR-SUBAREA-1-B ROOFS

Runoff

Hydrograph

Time  (hours)
484644424038363432302826242220181614121086420

F
lo

w
  (

cf
s)

0.13

0.12

0.11

0.1

0.09

0.08

0.07

0.06

0.05

0.04

0.03

0.02

0.01

0

Type III 24-hr
1-Year Rainfall=2.70"
Runoff Area=1,925 sf

Runoff Volume=0.009 af
Runoff Depth=2.47"

Tc=5.0 min
CN=98

0.12 cfs
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Summary for Pond 9P: BMP-1

Inflow Area = 0.074 ac, 51.34% Impervious,  Inflow Depth = 1.03"    for  1-Year event
Inflow = 0.08 cfs @ 12.11 hrs,  Volume= 0.006 af
Outflow = 0.02 cfs @ 12.00 hrs,  Volume= 0.006 af,  Atten= 76%,  Lag= 0.0 min
Discarded = 0.02 cfs @ 12.00 hrs,  Volume= 0.006 af
Primary = 0.00 cfs @ 0.00 hrs,  Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 250.50' @ 12.55 hrs   Surf.Area= 0.008 ac   Storage= 0.001 af

Plug-Flow detention time= 17.0 min calculated for 0.006 af (100% of inflow)
Center-of-Mass det. time= 17.0 min ( 869.9 - 852.9 )

Volume Invert Avail.Storage Storage Description
#1A 250.00' 0.007 af 20.50'W x 17.86'L x 3.50'H Field A

0.029 af Overall - 0.008 af Embedded = 0.021 af  x 33.0% Voids
#2A 250.50' 0.008 af ADS_StormTech SC-740 +Cap  x 8  Inside #1

Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
8 Chambers in 4 Rows

0.015 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Discarded 250.00' 2.410 in/hr Exfiltration over Surface area   Phase-In= 0.01'
#2 Primary 253.40' 2.5" x 2.5" Horiz. Orifice/Grate X 36.00  C= 0.600

Limited to weir flow at low heads

Discarded OutFlow  Max=0.02 cfs @ 12.00 hrs  HW=250.04'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.02 cfs)

Primary OutFlow  Max=0.00 cfs @ 0.00 hrs  HW=250.00'  TW=0.00'   (Dynamic Tailwater)
2=Orifice/Grate  ( Controls 0.00 cfs)
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Pond 9P: BMP-1 - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-740 +Cap (ADS StormTech® SC-740 with cap length)
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap

51.0" Wide + 6.0" Spacing = 57.0" C-C Row Spacing

2 Chambers/Row x 7.12' Long +0.81' Cap Length x 2 = 15.86' Row Length +12.0" End Stone x 2 = 17.86'
Base Length
4 Rows x 51.0" Wide + 6.0" Spacing x 3 + 12.0" Side Stone x 2 = 20.50' Base Width
6.0" Base + 30.0" Chamber Height + 6.0" Cover = 3.50' Field Height

8 Chambers x 45.9 cf = 367.5 cf Chamber Storage

1,281.2 cf Field - 367.5 cf Chambers = 913.7 cf Stone x 33.0% Voids = 301.5 cf Stone Storage

Chamber Storage + Stone Storage = 669.0 cf = 0.015 af
Overall Storage Efficiency = 52.2%
Overall System Size = 17.86' x 20.50' x 3.50'

8 Chambers
47.5 cy Field
33.8 cy Stone
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Pond 9P: BMP-1
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Summary for Pond 10P: BMP-2

Inflow Area = 0.599 ac, 59.83% Impervious,  Inflow Depth = 0.73"    for  1-Year event
Inflow = 0.42 cfs @ 12.14 hrs,  Volume= 0.036 af
Outflow = 0.36 cfs @ 12.17 hrs,  Volume= 0.036 af,  Atten= 16%,  Lag= 2.0 min
Discarded = 0.36 cfs @ 12.17 hrs,  Volume= 0.036 af
Primary = 0.00 cfs @ 0.00 hrs,  Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 245.04' @ 12.21 hrs   Surf.Area= 0.043 ac   Storage= 0.001 af

Plug-Flow detention time= 0.4 min calculated for 0.036 af (100% of inflow)
Center-of-Mass det. time= 0.4 min ( 860.1 - 859.7 )

Volume Invert Avail.Storage Storage Description
#1A 245.00' 0.032 af 34.75'W x 53.46'L x 3.50'H Field A

0.149 af Overall - 0.052 af Embedded = 0.098 af  x 33.0% Voids
#2A 245.50' 0.052 af ADS_StormTech SC-740 +Cap  x 49  Inside #1

Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
49 Chambers in 7 Rows

0.084 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Discarded 245.00' 8.270 in/hr Exfiltration over Surface area   Phase-In= 0.01'
#2 Primary 248.45' 2.5" x 2.5" Horiz. Orifice/Grate X 36.00  C= 0.600

Limited to weir flow at low heads

Discarded OutFlow  Max=0.36 cfs @ 12.17 hrs  HW=245.04'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.36 cfs)

Primary OutFlow  Max=0.00 cfs @ 0.00 hrs  HW=245.00'  TW=0.00'   (Dynamic Tailwater)
2=Orifice/Grate  ( Controls 0.00 cfs)
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Pond 10P: BMP-2 - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-740 +Cap (ADS StormTech® SC-740 with cap length)
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap

51.0" Wide + 6.0" Spacing = 57.0" C-C Row Spacing

7 Chambers/Row x 7.12' Long +0.81' Cap Length x 2 = 51.46' Row Length +12.0" End Stone x 2 = 53.46'
Base Length
7 Rows x 51.0" Wide + 6.0" Spacing x 6 + 12.0" Side Stone x 2 = 34.75' Base Width
6.0" Base + 30.0" Chamber Height + 6.0" Cover = 3.50' Field Height

49 Chambers x 45.9 cf = 2,251.1 cf Chamber Storage

6,501.7 cf Field - 2,251.1 cf Chambers = 4,250.6 cf Stone x 33.0% Voids = 1,402.7 cf Stone Storage

Chamber Storage + Stone Storage = 3,653.8 cf = 0.084 af
Overall Storage Efficiency = 56.2%
Overall System Size = 53.46' x 34.75' x 3.50'

49 Chambers
240.8 cy Field
157.4 cy Stone



Type III 24-hr  1-Year Rainfall=2.70"25024.00-SIENA CONDOS PR COND-08-05-2025
  Printed  9/2/2025Prepared by {enter your company name here}

Page 22HydroCAD® 10.00-26  s/n 05727  © 2020 HydroCAD Software Solutions LLC

Pond 10P: BMP-2
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Summary for Pond 11P: BMP-3

Inflow Area = 0.409 ac, 18.58% Impervious,  Inflow Depth = 0.48"    for  1-Year event
Inflow = 0.14 cfs @ 12.20 hrs,  Volume= 0.016 af
Outflow = 0.14 cfs @ 12.20 hrs,  Volume= 0.016 af,  Atten= 0%,  Lag= 0.3 min
Discarded = 0.14 cfs @ 12.20 hrs,  Volume= 0.016 af
Primary = 0.00 cfs @ 0.00 hrs,  Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 242.71' @ 12.20 hrs   Surf.Area= 0.020 ac   Storage= 0.000 af

Plug-Flow detention time= 0.3 min calculated for 0.016 af (100% of inflow)
Center-of-Mass det. time= 0.3 min ( 904.4 - 904.1 )

Volume Invert Avail.Storage Storage Description
#1A 242.70' 0.016 af 49.00'W x 17.86'L x 3.50'H Field A

0.070 af Overall - 0.021 af Embedded = 0.049 af  x 33.0% Voids
#2A 243.20' 0.021 af ADS_StormTech SC-740 +Cap  x 20  Inside #1

Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
20 Chambers in 10 Rows

0.037 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Primary 246.00' 2.5" x 2.5" Horiz. Orifice/Grate X 36.00  C= 0.600

Limited to weir flow at low heads
#2 Discarded 242.70' 8.270 in/hr Exfiltration over Surface area   Phase-In= 0.01'

Discarded OutFlow  Max=0.14 cfs @ 12.20 hrs  HW=242.71'   (Free Discharge)
2=Exfiltration  (Exfiltration Controls 0.14 cfs)

Primary OutFlow  Max=0.00 cfs @ 0.00 hrs  HW=242.70'  TW=0.00'   (Dynamic Tailwater)
1=Orifice/Grate  ( Controls 0.00 cfs)
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Pond 11P: BMP-3 - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-740 +Cap (ADS StormTech® SC-740 with cap length)
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap

51.0" Wide + 6.0" Spacing = 57.0" C-C Row Spacing

2 Chambers/Row x 7.12' Long +0.81' Cap Length x 2 = 15.86' Row Length +12.0" End Stone x 2 = 17.86'
Base Length
10 Rows x 51.0" Wide + 6.0" Spacing x 9 + 12.0" Side Stone x 2 = 49.00' Base Width
6.0" Base + 30.0" Chamber Height + 6.0" Cover = 3.50' Field Height

20 Chambers x 45.9 cf = 918.8 cf Chamber Storage

3,062.4 cf Field - 918.8 cf Chambers = 2,143.6 cf Stone x 33.0% Voids = 707.4 cf Stone Storage

Chamber Storage + Stone Storage = 1,626.2 cf = 0.037 af
Overall Storage Efficiency = 53.1%
Overall System Size = 17.86' x 49.00' x 3.50'

20 Chambers
113.4 cy Field
79.4 cy Stone
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Pond 11P: BMP-3
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Summary for Pond 12P: BMP-5

Inflow Area = 0.273 ac, 42.97% Impervious,  Inflow Depth = 0.68"    for  1-Year event
Inflow = 0.16 cfs @ 12.16 hrs,  Volume= 0.015 af
Outflow = 0.16 cfs @ 12.17 hrs,  Volume= 0.015 af,  Atten= 0%,  Lag= 0.4 min
Discarded = 0.16 cfs @ 12.17 hrs,  Volume= 0.015 af
Primary = 0.00 cfs @ 0.00 hrs,  Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 246.21' @ 12.17 hrs   Surf.Area= 0.022 ac   Storage= 0.000 af

Plug-Flow detention time= 0.3 min calculated for 0.015 af (100% of inflow)
Center-of-Mass det. time= 0.3 min ( 882.1 - 881.8 )

Volume Invert Avail.Storage Storage Description
#1A 246.20' 0.017 af 20.50'W x 46.34'L x 3.50'H Field A

0.076 af Overall - 0.025 af Embedded = 0.051 af  x 33.0% Voids
#2A 246.70' 0.025 af ADS_StormTech SC-740 +Cap  x 24  Inside #1

Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
24 Chambers in 4 Rows

0.042 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Discarded 246.20' 8.270 in/hr Exfiltration over Surface area   Phase-In= 0.01'
#2 Primary 249.60' 2.5" x 2.5" Horiz. Orifice/Grate X 36.00  C= 0.600

Limited to weir flow at low heads

Discarded OutFlow  Max=0.16 cfs @ 12.17 hrs  HW=246.21'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.16 cfs)

Primary OutFlow  Max=0.00 cfs @ 0.00 hrs  HW=246.20'  TW=0.00'   (Dynamic Tailwater)
2=Orifice/Grate  ( Controls 0.00 cfs)
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Pond 12P: BMP-5 - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-740 +Cap (ADS StormTech® SC-740 with cap length)
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap

51.0" Wide + 6.0" Spacing = 57.0" C-C Row Spacing

6 Chambers/Row x 7.12' Long +0.81' Cap Length x 2 = 44.34' Row Length +12.0" End Stone x 2 = 46.34'
Base Length
4 Rows x 51.0" Wide + 6.0" Spacing x 3 + 12.0" Side Stone x 2 = 20.50' Base Width
6.0" Base + 30.0" Chamber Height + 6.0" Cover = 3.50' Field Height

24 Chambers x 45.9 cf = 1,102.6 cf Chamber Storage

3,324.7 cf Field - 1,102.6 cf Chambers = 2,222.1 cf Stone x 33.0% Voids = 733.3 cf Stone Storage

Chamber Storage + Stone Storage = 1,835.9 cf = 0.042 af
Overall Storage Efficiency = 55.2%
Overall System Size = 46.34' x 20.50' x 3.50'

24 Chambers
123.1 cy Field
82.3 cy Stone
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Pond 12P: BMP-5
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Summary for Pond 13P: BMP-4

Inflow Area = 0.227 ac, 44.60% Impervious,  Inflow Depth = 0.77"    for  1-Year event
Inflow = 0.16 cfs @ 12.17 hrs,  Volume= 0.015 af
Outflow = 0.16 cfs @ 12.18 hrs,  Volume= 0.015 af,  Atten= 0%,  Lag= 0.6 min
Discarded = 0.16 cfs @ 12.18 hrs,  Volume= 0.015 af
Primary = 0.00 cfs @ 0.00 hrs,  Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 245.52' @ 12.18 hrs   Surf.Area= 0.019 ac   Storage= 0.000 af

Plug-Flow detention time= 0.6 min calculated for 0.015 af (100% of inflow)
Center-of-Mass det. time= 0.6 min ( 875.2 - 874.7 )

Volume Invert Avail.Storage Storage Description
#1A 245.50' 0.015 af 15.75'W x 53.46'L x 3.50'H Field A

0.068 af Overall - 0.022 af Embedded = 0.046 af  x 33.0% Voids
#2A 246.00' 0.022 af ADS_StormTech SC-740 +Cap  x 21  Inside #1

Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
21 Chambers in 3 Rows

0.037 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Primary 248.90' 2.5" x 2.5" Horiz. Orifice/Grate X 36.00  C= 0.600

Limited to weir flow at low heads
#2 Discarded 245.50' 8.270 in/hr Exfiltration over Surface area   Phase-In= 0.02'

Discarded OutFlow  Max=0.16 cfs @ 12.18 hrs  HW=245.52'   (Free Discharge)
2=Exfiltration  (Exfiltration Controls 0.16 cfs)

Primary OutFlow  Max=0.00 cfs @ 0.00 hrs  HW=245.50'  TW=0.00'   (Dynamic Tailwater)
1=Orifice/Grate  ( Controls 0.00 cfs)
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Pond 13P: BMP-4 - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-740 +Cap (ADS StormTech® SC-740 with cap length)
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap

51.0" Wide + 6.0" Spacing = 57.0" C-C Row Spacing

7 Chambers/Row x 7.12' Long +0.81' Cap Length x 2 = 51.46' Row Length +12.0" End Stone x 2 = 53.46'
Base Length
3 Rows x 51.0" Wide + 6.0" Spacing x 2 + 12.0" Side Stone x 2 = 15.75' Base Width
6.0" Base + 30.0" Chamber Height + 6.0" Cover = 3.50' Field Height

21 Chambers x 45.9 cf = 964.7 cf Chamber Storage

2,946.8 cf Field - 964.7 cf Chambers = 1,982.1 cf Stone x 33.0% Voids = 654.1 cf Stone Storage

Chamber Storage + Stone Storage = 1,618.8 cf = 0.037 af
Overall Storage Efficiency = 54.9%
Overall System Size = 53.46' x 15.75' x 3.50'

21 Chambers
109.1 cy Field
73.4 cy Stone



Type III 24-hr  1-Year Rainfall=2.70"25024.00-SIENA CONDOS PR COND-08-05-2025
  Printed  9/2/2025Prepared by {enter your company name here}

Page 31HydroCAD® 10.00-26  s/n 05727  © 2020 HydroCAD Software Solutions LLC

Pond 13P: BMP-4
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Summary for Pond 14P: BMP-6

Inflow Area = 0.205 ac, 42.22% Impervious,  Inflow Depth = 0.87"    for  1-Year event
Inflow = 0.21 cfs @ 12.08 hrs,  Volume= 0.015 af
Outflow = 0.16 cfs @ 12.17 hrs,  Volume= 0.015 af,  Atten= 23%,  Lag= 5.5 min
Discarded = 0.02 cfs @ 11.77 hrs,  Volume= 0.013 af
Primary = 0.14 cfs @ 12.17 hrs,  Volume= 0.002 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 238.76' @ 12.17 hrs   Surf.Area= 0.003 ac   Storage= 0.003 af

Plug-Flow detention time= 36.0 min calculated for 0.015 af (100% of inflow)
Center-of-Mass det. time= 35.9 min ( 897.5 - 861.5 )

Volume Invert Avail.Storage Storage Description
#1A 236.50' 0.002 af 11.50'W x 10.32'L x 2.33'H Field A

0.006 af Overall - 0.001 af Embedded = 0.005 af  x 33.0% Voids
#2A 237.00' 0.001 af ADS_StormTech SC-310 +Cap  x 3  Inside #1

Effective Size= 28.9"W x 16.0"H => 2.07 sf x 7.12'L = 14.7 cf
Overall Size= 34.0"W x 16.0"H x 7.56'L with 0.44' Overlap
3 Chambers in 3 Rows

0.003 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Primary 238.75' 2.5" x 2.5" Horiz. Orifice/Grate X 36.00  C= 0.600

Limited to weir flow at low heads
#2 Discarded 236.50' 8.270 in/hr Exfiltration over Surface area   Phase-In= 0.01'

Discarded OutFlow  Max=0.02 cfs @ 11.77 hrs  HW=236.53'   (Free Discharge)
2=Exfiltration  (Exfiltration Controls 0.02 cfs)

Primary OutFlow  Max=0.12 cfs @ 12.17 hrs  HW=238.76'  TW=0.00'   (Dynamic Tailwater)
1=Orifice/Grate  (Weir Controls 0.12 cfs @ 0.35 fps)



Type III 24-hr  1-Year Rainfall=2.70"25024.00-SIENA CONDOS PR COND-08-05-2025
  Printed  9/2/2025Prepared by {enter your company name here}

Page 33HydroCAD® 10.00-26  s/n 05727  © 2020 HydroCAD Software Solutions LLC

Pond 14P: BMP-6 - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-310 +Cap (ADS StormTech® SC-310 with cap length)
Effective Size= 28.9"W x 16.0"H => 2.07 sf x 7.12'L = 14.7 cf
Overall Size= 34.0"W x 16.0"H x 7.56'L with 0.44' Overlap

34.0" Wide + 6.0" Spacing = 40.0" C-C Row Spacing

1 Chambers/Row x 7.12' Long +0.60' Cap Length x 2 = 8.32' Row Length +12.0" End Stone x 2 = 10.32'
Base Length
3 Rows x 34.0" Wide + 6.0" Spacing x 2 + 12.0" Side Stone x 2 = 11.50' Base Width
6.0" Base + 16.0" Chamber Height + 6.0" Cover = 2.33' Field Height

3 Chambers x 14.7 cf = 44.2 cf Chamber Storage

276.9 cf Field - 44.2 cf Chambers = 232.7 cf Stone x 33.0% Voids = 76.8 cf Stone Storage

Chamber Storage + Stone Storage = 121.0 cf = 0.003 af
Overall Storage Efficiency = 43.7%
Overall System Size = 10.32' x 11.50' x 2.33'

3 Chambers
10.3 cy Field
8.6 cy Stone
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Pond 14P: BMP-6
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Summary for Pond 16P: BMP-7

Inflow Area = 0.118 ac, 26.89% Impervious,  Inflow Depth = 0.41"    for  1-Year event
Inflow = 0.04 cfs @ 12.14 hrs,  Volume= 0.004 af
Outflow = 0.04 cfs @ 12.14 hrs,  Volume= 0.004 af,  Atten= 0%,  Lag= 0.3 min
Discarded = 0.04 cfs @ 12.14 hrs,  Volume= 0.004 af
Primary = 0.00 cfs @ 0.00 hrs,  Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 241.01' @ 12.14 hrs   Surf.Area= 0.006 ac   Storage= 0.000 af

Plug-Flow detention time= 0.3 min calculated for 0.004 af (100% of inflow)
Center-of-Mass det. time= 0.3 min ( 910.6 - 910.3 )

Volume Invert Avail.Storage Storage Description
#1A 241.00' 0.004 af 11.50'W x 24.56'L x 2.33'H Field A

0.015 af Overall - 0.003 af Embedded = 0.012 af  x 33.0% Voids
#2A 241.50' 0.003 af ADS_StormTech SC-310 +Cap  x 9  Inside #1

Effective Size= 28.9"W x 16.0"H => 2.07 sf x 7.12'L = 14.7 cf
Overall Size= 34.0"W x 16.0"H x 7.56'L with 0.44' Overlap
9 Chambers in 3 Rows

0.007 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Discarded 241.00' 8.270 in/hr Exfiltration over Surface area   Phase-In= 0.01'
#2 Primary 243.25' 2.5" x 2.5" Horiz. Orifice/Grate X 36.00  C= 0.600

Limited to weir flow at low heads

Discarded OutFlow  Max=0.04 cfs @ 12.14 hrs  HW=241.01'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.04 cfs)

Primary OutFlow  Max=0.00 cfs @ 0.00 hrs  HW=241.00'  TW=0.00'   (Dynamic Tailwater)
2=Orifice/Grate  ( Controls 0.00 cfs)
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Pond 16P: BMP-7 - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-310 +Cap (ADS StormTech® SC-310 with cap length)
Effective Size= 28.9"W x 16.0"H => 2.07 sf x 7.12'L = 14.7 cf
Overall Size= 34.0"W x 16.0"H x 7.56'L with 0.44' Overlap

34.0" Wide + 6.0" Spacing = 40.0" C-C Row Spacing

3 Chambers/Row x 7.12' Long +0.60' Cap Length x 2 = 22.56' Row Length +12.0" End Stone x 2 = 24.56'
Base Length
3 Rows x 34.0" Wide + 6.0" Spacing x 2 + 12.0" Side Stone x 2 = 11.50' Base Width
6.0" Base + 16.0" Chamber Height + 6.0" Cover = 2.33' Field Height

9 Chambers x 14.7 cf = 132.7 cf Chamber Storage

659.0 cf Field - 132.7 cf Chambers = 526.3 cf Stone x 33.0% Voids = 173.7 cf Stone Storage

Chamber Storage + Stone Storage = 306.4 cf = 0.007 af
Overall Storage Efficiency = 46.5%
Overall System Size = 24.56' x 11.50' x 2.33'

9 Chambers
24.4 cy Field
19.5 cy Stone
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Pond 16P: BMP-7
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Summary for Pond 17P: BMP-9A

Inflow Area = 0.044 ac,100.00% Impervious,  Inflow Depth = 2.47"    for  1-Year event
Inflow = 0.12 cfs @ 12.07 hrs,  Volume= 0.009 af
Outflow = 0.05 cfs @ 12.00 hrs,  Volume= 0.009 af,  Atten= 57%,  Lag= 0.0 min
Discarded = 0.05 cfs @ 12.00 hrs,  Volume= 0.009 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 248.39' @ 12.23 hrs   Surf.Area= 0.006 ac   Storage= 0.001 af

Plug-Flow detention time= 2.5 min calculated for 0.009 af (100% of inflow)
Center-of-Mass det. time= 2.5 min ( 761.6 - 759.2 )

Volume Invert Avail.Storage Storage Description
#1A 248.00' 0.005 af 25.25'W x 10.74'L x 3.50'H Field A

0.022 af Overall - 0.005 af Embedded = 0.017 af  x 33.0% Voids
#2A 248.50' 0.005 af ADS_StormTech SC-740 +Cap  x 5  Inside #1

Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
5 Chambers in 5 Rows

0.011 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Discarded 248.00' 8.270 in/hr Exfiltration over Surface area   Phase-In= 0.01'

Discarded OutFlow  Max=0.05 cfs @ 12.00 hrs  HW=248.04'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.05 cfs)
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Pond 17P: BMP-9A - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-740 +Cap (ADS StormTech® SC-740 with cap length)
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap

51.0" Wide + 6.0" Spacing = 57.0" C-C Row Spacing

1 Chambers/Row x 7.12' Long +0.81' Cap Length x 2 = 8.74' Row Length +12.0" End Stone x 2 = 10.74'
Base Length
5 Rows x 51.0" Wide + 6.0" Spacing x 4 + 12.0" Side Stone x 2 = 25.25' Base Width
6.0" Base + 30.0" Chamber Height + 6.0" Cover = 3.50' Field Height

5 Chambers x 45.9 cf = 229.7 cf Chamber Storage

948.9 cf Field - 229.7 cf Chambers = 719.2 cf Stone x 33.0% Voids = 237.3 cf Stone Storage

Chamber Storage + Stone Storage = 467.0 cf = 0.011 af
Overall Storage Efficiency = 49.2%
Overall System Size = 10.74' x 25.25' x 3.50'

5 Chambers
35.1 cy Field
26.6 cy Stone
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Pond 17P: BMP-9A
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Summary for Pond 19P: BMP-9B

Inflow Area = 0.044 ac,100.00% Impervious,  Inflow Depth = 2.47"    for  1-Year event
Inflow = 0.12 cfs @ 12.07 hrs,  Volume= 0.009 af
Outflow = 0.05 cfs @ 12.00 hrs,  Volume= 0.009 af,  Atten= 57%,  Lag= 0.0 min
Discarded = 0.05 cfs @ 12.00 hrs,  Volume= 0.009 af
Primary = 0.00 cfs @ 0.00 hrs,  Volume= 0.000 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 248.89' @ 12.23 hrs   Surf.Area= 0.006 ac   Storage= 0.001 af

Plug-Flow detention time= 2.5 min calculated for 0.009 af (100% of inflow)
Center-of-Mass det. time= 2.5 min ( 761.6 - 759.2 )

Volume Invert Avail.Storage Storage Description
#1A 248.50' 0.005 af 25.25'W x 10.74'L x 3.50'H Field A

0.022 af Overall - 0.005 af Embedded = 0.017 af  x 33.0% Voids
#2A 249.00' 0.005 af ADS_StormTech SC-740 +Cap  x 5  Inside #1

Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
5 Chambers in 5 Rows

0.011 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Primary 251.80' 4.0' long  x 0.5' breadth Broad-Crested Rectangular Weir

Head (feet)  0.20  0.40  0.60  0.80  1.00
Coef. (English)  2.80  2.92  3.08  3.30  3.32

#2 Discarded 248.50' 8.270 in/hr Exfiltration over Surface area   Phase-In= 0.01'

Discarded OutFlow  Max=0.05 cfs @ 12.00 hrs  HW=248.54'   (Free Discharge)
2=Exfiltration  (Exfiltration Controls 0.05 cfs)

Primary OutFlow  Max=0.00 cfs @ 0.00 hrs  HW=248.50'  TW=0.00'   (Dynamic Tailwater)
1=Broad-Crested Rectangular Weir  ( Controls 0.00 cfs)
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Pond 19P: BMP-9B - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-740 +Cap (ADS StormTech® SC-740 with cap length)
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap

51.0" Wide + 6.0" Spacing = 57.0" C-C Row Spacing

1 Chambers/Row x 7.12' Long +0.81' Cap Length x 2 = 8.74' Row Length +12.0" End Stone x 2 = 10.74'
Base Length
5 Rows x 51.0" Wide + 6.0" Spacing x 4 + 12.0" Side Stone x 2 = 25.25' Base Width
6.0" Base + 30.0" Chamber Height + 6.0" Cover = 3.50' Field Height

5 Chambers x 45.9 cf = 229.7 cf Chamber Storage

948.9 cf Field - 229.7 cf Chambers = 719.2 cf Stone x 33.0% Voids = 237.3 cf Stone Storage

Chamber Storage + Stone Storage = 467.0 cf = 0.011 af
Overall Storage Efficiency = 49.2%
Overall System Size = 10.74' x 25.25' x 3.50'

5 Chambers
35.1 cy Field
26.6 cy Stone
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Pond 19P: BMP-9B
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Summary for Pond 20P: BMP-8A

Inflow Area = 0.044 ac,100.00% Impervious,  Inflow Depth = 2.47"    for  1-Year event
Inflow = 0.12 cfs @ 12.07 hrs,  Volume= 0.009 af
Outflow = 0.05 cfs @ 12.00 hrs,  Volume= 0.009 af,  Atten= 57%,  Lag= 0.0 min
Discarded = 0.05 cfs @ 12.00 hrs,  Volume= 0.009 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 250.39' @ 12.23 hrs   Surf.Area= 0.006 ac   Storage= 0.001 af

Plug-Flow detention time= 2.5 min calculated for 0.009 af (100% of inflow)
Center-of-Mass det. time= 2.5 min ( 761.6 - 759.2 )

Volume Invert Avail.Storage Storage Description
#1A 250.00' 0.005 af 25.25'W x 10.74'L x 3.50'H Field A

0.022 af Overall - 0.005 af Embedded = 0.017 af  x 33.0% Voids
#2A 250.50' 0.005 af ADS_StormTech SC-740 +Cap  x 5  Inside #1

Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
5 Chambers in 5 Rows

0.011 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Discarded 250.00' 8.270 in/hr Exfiltration over Surface area   Phase-In= 0.01'

Discarded OutFlow  Max=0.05 cfs @ 12.00 hrs  HW=250.04'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.05 cfs)
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Pond 20P: BMP-8A - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-740 +Cap (ADS StormTech® SC-740 with cap length)
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap

51.0" Wide + 6.0" Spacing = 57.0" C-C Row Spacing

1 Chambers/Row x 7.12' Long +0.81' Cap Length x 2 = 8.74' Row Length +12.0" End Stone x 2 = 10.74'
Base Length
5 Rows x 51.0" Wide + 6.0" Spacing x 4 + 12.0" Side Stone x 2 = 25.25' Base Width
6.0" Base + 30.0" Chamber Height + 6.0" Cover = 3.50' Field Height

5 Chambers x 45.9 cf = 229.7 cf Chamber Storage

948.9 cf Field - 229.7 cf Chambers = 719.2 cf Stone x 33.0% Voids = 237.3 cf Stone Storage

Chamber Storage + Stone Storage = 467.0 cf = 0.011 af
Overall Storage Efficiency = 49.2%
Overall System Size = 10.74' x 25.25' x 3.50'

5 Chambers
35.1 cy Field
26.6 cy Stone
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Pond 20P: BMP-8A
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Summary for Pond 23P: BMP-8B

Inflow Area = 0.044 ac,100.00% Impervious,  Inflow Depth = 2.47"    for  1-Year event
Inflow = 0.12 cfs @ 12.07 hrs,  Volume= 0.009 af
Outflow = 0.05 cfs @ 12.00 hrs,  Volume= 0.009 af,  Atten= 57%,  Lag= 0.0 min
Discarded = 0.05 cfs @ 12.00 hrs,  Volume= 0.009 af

Routing by Dyn-Stor-Ind method, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
Peak Elev= 250.39' @ 12.23 hrs   Surf.Area= 0.006 ac   Storage= 0.001 af

Plug-Flow detention time= 2.5 min calculated for 0.009 af (100% of inflow)
Center-of-Mass det. time= 2.5 min ( 761.7 - 759.2 )

Volume Invert Avail.Storage Storage Description
#1A 250.00' 0.005 af 25.25'W x 10.74'L x 3.50'H Field A

0.022 af Overall - 0.005 af Embedded = 0.017 af  x 33.0% Voids
#2A 250.50' 0.005 af ADS_StormTech SC-740 +Cap  x 5  Inside #1

Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap
5 Chambers in 5 Rows

0.011 af Total Available Storage

     Storage Group A created with Chamber Wizard

Device Routing Invert Outlet Devices
#1 Discarded 250.00' 8.270 in/hr Exfiltration over Surface area   Phase-In= 0.01'

Discarded OutFlow  Max=0.05 cfs @ 12.00 hrs  HW=250.04'   (Free Discharge)
1=Exfiltration  (Exfiltration Controls 0.05 cfs)
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Pond 23P: BMP-8B - Chamber Wizard Field A

Chamber Model = ADS_StormTech SC-740 +Cap (ADS StormTech® SC-740 with cap length)
Effective Size= 44.6"W x 30.0"H => 6.45 sf x 7.12'L = 45.9 cf
Overall Size= 51.0"W x 30.0"H x 7.56'L with 0.44' Overlap

51.0" Wide + 6.0" Spacing = 57.0" C-C Row Spacing

1 Chambers/Row x 7.12' Long +0.81' Cap Length x 2 = 8.74' Row Length +12.0" End Stone x 2 = 10.74'
Base Length
5 Rows x 51.0" Wide + 6.0" Spacing x 4 + 12.0" Side Stone x 2 = 25.25' Base Width
6.0" Base + 30.0" Chamber Height + 6.0" Cover = 3.50' Field Height

5 Chambers x 45.9 cf = 229.7 cf Chamber Storage

948.9 cf Field - 229.7 cf Chambers = 719.2 cf Stone x 33.0% Voids = 237.3 cf Stone Storage

Chamber Storage + Stone Storage = 467.0 cf = 0.011 af
Overall Storage Efficiency = 49.2%
Overall System Size = 10.74' x 25.25' x 3.50'

5 Chambers
35.1 cy Field
26.6 cy Stone



Type III 24-hr  1-Year Rainfall=2.70"25024.00-SIENA CONDOS PR COND-08-05-2025
  Printed  9/2/2025Prepared by {enter your company name here}

Page 49HydroCAD® 10.00-26  s/n 05727  © 2020 HydroCAD Software Solutions LLC

Pond 23P: BMP-8B
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Summary for Link 2L: PR-TOTAL SITE

Inflow Area = 2.728 ac, 37.27% Impervious,  Inflow Depth = 0.10"    for  1-Year event
Inflow = 0.26 cfs @ 12.17 hrs,  Volume= 0.022 af
Primary = 0.26 cfs @ 12.17 hrs,  Volume= 0.022 af,  Atten= 0%,  Lag= 0.0 min

Primary outflow = Inflow, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs

Link 2L: PR-TOTAL SITE
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Summary for Link 15L: DP-1

Inflow Area = 1.994 ac, 45.02% Impervious,  Inflow Depth = 0.01"    for  1-Year event
Inflow = 0.14 cfs @ 12.17 hrs,  Volume= 0.002 af
Primary = 0.14 cfs @ 12.17 hrs,  Volume= 0.002 af,  Atten= 0%,  Lag= 0.0 min

Primary outflow = Inflow, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs
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Summary for Link 16L: DP-3

Inflow Area = 0.480 ac, 24.02% Impervious,  Inflow Depth = 0.38"    for  1-Year event
Inflow = 0.12 cfs @ 12.18 hrs,  Volume= 0.015 af
Primary = 0.12 cfs @ 12.18 hrs,  Volume= 0.015 af,  Atten= 0%,  Lag= 0.0 min

Primary outflow = Inflow, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs

Link 16L: DP-3
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Summary for Link 17L: DP-2

Inflow Area = 0.254 ac, 1.45% Impervious,  Inflow Depth = 0.23"    for  1-Year event
Inflow = 0.02 cfs @ 12.42 hrs,  Volume= 0.005 af
Primary = 0.02 cfs @ 12.42 hrs,  Volume= 0.005 af,  Atten= 0%,  Lag= 0.0 min

Primary outflow = Inflow, Time Span= 0.00-48.00 hrs, dt= 0.01 hrs

Link 17L: DP-2
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Time span=0.00-48.00 hrs, dt=0.01 hrs, 4801 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Dyn-Stor-Ind method  -  Pond routing by Dyn-Stor-Ind method

Runoff Area=9,892 sf   44.60% Impervious   Runoff Depth=2.29"Subcatchment 3S: PR-SUBAREA-1E
   Flow Length=175'   Tc=11.2 min   CN=75   Runoff=0.51 cfs  0.043 af

Runoff Area=11,072 sf   1.45% Impervious   Runoff Depth=1.19"Subcatchment 4S: PR-SUBAREA-2
   Flow Length=135'   Tc=12.3 min   UI Adjusted CN=60   Runoff=0.25 cfs  0.025 af

Runoff Area=17,837 sf   18.58% Impervious   Runoff Depth=1.74"Subcatchment 5S: PR-SUBAREA-1F
   Flow Length=242'   Tc=11.6 min   CN=68   Runoff=0.67 cfs  0.059 af

Runoff Area=8,930 sf   42.22% Impervious   Runoff Depth=2.46"Subcatchment 6S: PR-SUBAREA-1G
   Flow Length=116'   Tc=4.9 min   CN=77   Runoff=0.61 cfs  0.042 af

Runoff Area=5,136 sf   26.89% Impervious   Runoff Depth=1.59"Subcatchment 7S: PR-SUBAREA-1H
   Flow Length=82'   Tc=7.4 min   UI Adjusted CN=66   Runoff=0.20 cfs  0.016 af

Runoff Area=20,893 sf   24.02% Impervious   Runoff Depth=1.52"Subcatchment 8S: PR-SUBAREA-3
   Flow Length=280'   Tc=9.6 min   UI Adjusted CN=65   Runoff=0.71 cfs  0.061 af

Runoff Area=3,218 sf   51.34% Impervious   Runoff Depth=2.72"Subcatchment 15S: PR-SUBAREA-1A
   Flow Length=110'   Slope=0.0500 '/'   Tc=7.1 min   CN=80   Runoff=0.23 cfs  0.017 af

Runoff Area=10,785 sf   37.16% Impervious   Runoff Depth=1.74"Subcatchment 16S: PR-SUBAREA-1B
   Flow Length=114'   Tc=8.8 min   CN=68   Runoff=0.44 cfs  0.036 af

Runoff Area=11,458 sf   67.67% Impervious   Runoff Depth=2.99"Subcatchment 17S: PR-SUBARE-1C
   Flow Length=120'   Tc=9.1 min   CN=83   Runoff=0.83 cfs  0.066 af

Runoff Area=11,898 sf   42.97% Impervious   Runoff Depth=2.12"Subcatchment 18S: PR-SUBAREA-1D
   Flow Length=307'   Tc=10.7 min   CN=73   Runoff=0.57 cfs  0.048 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=4.56"Subcatchment 19S: PR-SUBAREA-1-E ROOFS
   Tc=5.0 min   CN=98   Runoff=0.21 cfs  0.017 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=4.56"Subcatchment 20S: PR-SUBAREA-1-E ROOFS
   Tc=5.0 min   CN=98   Runoff=0.21 cfs  0.017 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=4.56"Subcatchment 21S: PR-SUBAREA-1-B ROOFS
   Tc=5.0 min   CN=98   Runoff=0.21 cfs  0.017 af

Runoff Area=1,925 sf   100.00% Impervious   Runoff Depth=4.56"Subcatchment 22S: PR-SUBAREA-1-B ROOFS
   Tc=5.0 min   CN=98   Runoff=0.21 cfs  0.017 af

Peak Elev=251.37'  Storage=0.007 af   Inflow=0.23 cfs  0.017 afPond 9P: BMP-1
   Discarded=0.02 cfs  0.017 af   Primary=0.00 cfs  0.000 af   Outflow=0.02 cfs  0.017 af

Peak Elev=245.90'  Storage=0.020 af   Inflow=1.27 cfs  0.101 afPond 10P: BMP-2
   Discarded=0.36 cfs  0.101 af   Primary=0.00 cfs  0.000 af   Outflow=0.36 cfs  0.101 af
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Peak Elev=243.93'  Storage=0.014 af   Inflow=0.67 cfs  0.059 afPond 11P: BMP-3
   Discarded=0.17 cfs  0.059 af   Primary=0.00 cfs  0.000 af   Outflow=0.17 cfs  0.059 af

Peak Elev=247.03'  Storage=0.009 af   Inflow=0.57 cfs  0.048 afPond 12P: BMP-5
   Discarded=0.18 cfs  0.048 af   Primary=0.00 cfs  0.000 af   Outflow=0.18 cfs  0.048 af

Peak Elev=246.35'  Storage=0.008 af   Inflow=0.51 cfs  0.043 afPond 13P: BMP-4
   Discarded=0.16 cfs  0.043 af   Primary=0.00 cfs  0.000 af   Outflow=0.16 cfs  0.043 af

Peak Elev=238.78'  Storage=0.003 af   Inflow=0.61 cfs  0.042 afPond 14P: BMP-6
   Discarded=0.02 cfs  0.021 af   Primary=0.59 cfs  0.021 af   Outflow=0.62 cfs  0.042 af

Peak Elev=241.97'  Storage=0.003 af   Inflow=0.20 cfs  0.016 afPond 16P: BMP-7
   Discarded=0.05 cfs  0.016 af   Primary=0.00 cfs  0.000 af   Outflow=0.05 cfs  0.016 af

Peak Elev=249.01'  Storage=0.003 af   Inflow=0.21 cfs  0.017 afPond 17P: BMP-9A
   Outflow=0.05 cfs  0.017 af

Peak Elev=249.51'  Storage=0.003 af   Inflow=0.21 cfs  0.017 afPond 19P: BMP-9B
   Discarded=0.05 cfs  0.017 af   Primary=0.00 cfs  0.000 af   Outflow=0.05 cfs  0.017 af

Peak Elev=251.01'  Storage=0.003 af   Inflow=0.21 cfs  0.017 afPond 20P: BMP-8A
   Outflow=0.05 cfs  0.017 af

Peak Elev=251.02'  Storage=0.003 af   Inflow=0.21 cfs  0.017 afPond 23P: BMP-8B
   Outflow=0.05 cfs  0.017 af

   Inflow=1.40 cfs  0.107 afLink 2L: PR-TOTAL SITE
   Primary=1.40 cfs  0.107 af

   Inflow=0.59 cfs  0.021 afLink 15L: DP-1
   Primary=0.59 cfs  0.021 af

   Inflow=0.71 cfs  0.061 afLink 16L: DP-3
   Primary=0.71 cfs  0.061 af

   Inflow=0.25 cfs  0.025 afLink 17L: DP-2
   Primary=0.25 cfs  0.025 af

Total Runoff Area = 2.728 ac   Runoff Volume = 0.480 af   Average Runoff Depth = 2.11"
62.73% Pervious = 1.711 ac     37.27% Impervious = 1.017 ac
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Time span=0.00-48.00 hrs, dt=0.01 hrs, 4801 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Dyn-Stor-Ind method  -  Pond routing by Dyn-Stor-Ind method

Runoff Area=9,892 sf   44.60% Impervious   Runoff Depth=3.45"Subcatchment 3S: PR-SUBAREA-1E
   Flow Length=175'   Tc=11.2 min   CN=75   Runoff=0.77 cfs  0.065 af

Runoff Area=11,072 sf   1.45% Impervious   Runoff Depth=2.05"Subcatchment 4S: PR-SUBAREA-2
   Flow Length=135'   Tc=12.3 min   UI Adjusted CN=60   Runoff=0.47 cfs  0.043 af

Runoff Area=17,837 sf   18.58% Impervious   Runoff Depth=2.78"Subcatchment 5S: PR-SUBAREA-1F
   Flow Length=242'   Tc=11.6 min   CN=68   Runoff=1.10 cfs  0.095 af

Runoff Area=8,930 sf   42.22% Impervious   Runoff Depth=3.65"Subcatchment 6S: PR-SUBAREA-1G
   Flow Length=116'   Tc=4.9 min   CN=77   Runoff=0.91 cfs  0.062 af

Runoff Area=5,136 sf   26.89% Impervious   Runoff Depth=2.59"Subcatchment 7S: PR-SUBAREA-1H
   Flow Length=82'   Tc=7.4 min   UI Adjusted CN=66   Runoff=0.34 cfs  0.025 af

Runoff Area=20,893 sf   24.02% Impervious   Runoff Depth=2.50"Subcatchment 8S: PR-SUBAREA-3
   Flow Length=280'   Tc=9.6 min   UI Adjusted CN=65   Runoff=1.22 cfs  0.100 af

Runoff Area=3,218 sf   51.34% Impervious   Runoff Depth=3.96"Subcatchment 15S: PR-SUBAREA-1A
   Flow Length=110'   Slope=0.0500 '/'   Tc=7.1 min   CN=80   Runoff=0.33 cfs  0.024 af

Runoff Area=10,785 sf   37.16% Impervious   Runoff Depth=2.78"Subcatchment 16S: PR-SUBAREA-1B
   Flow Length=114'   Tc=8.8 min   CN=68   Runoff=0.72 cfs  0.057 af

Runoff Area=11,458 sf   67.67% Impervious   Runoff Depth=4.28"Subcatchment 17S: PR-SUBARE-1C
   Flow Length=120'   Tc=9.1 min   CN=83   Runoff=1.17 cfs  0.094 af

Runoff Area=11,898 sf   42.97% Impervious   Runoff Depth=3.26"Subcatchment 18S: PR-SUBAREA-1D
   Flow Length=307'   Tc=10.7 min   CN=73   Runoff=0.89 cfs  0.074 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=5.96"Subcatchment 19S: PR-SUBAREA-1-E ROOFS
   Tc=5.0 min   CN=98   Runoff=0.28 cfs  0.022 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=5.96"Subcatchment 20S: PR-SUBAREA-1-E ROOFS
   Tc=5.0 min   CN=98   Runoff=0.28 cfs  0.022 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=5.96"Subcatchment 21S: PR-SUBAREA-1-B ROOFS
   Tc=5.0 min   CN=98   Runoff=0.28 cfs  0.022 af

Runoff Area=1,925 sf   100.00% Impervious   Runoff Depth=5.96"Subcatchment 22S: PR-SUBAREA-1-B ROOFS
   Tc=5.0 min   CN=98   Runoff=0.28 cfs  0.022 af

Peak Elev=252.23'  Storage=0.011 af   Inflow=0.33 cfs  0.024 afPond 9P: BMP-1
   Discarded=0.02 cfs  0.024 af   Primary=0.00 cfs  0.000 af   Outflow=0.02 cfs  0.024 af

Peak Elev=246.55'  Storage=0.041 af   Inflow=1.90 cfs  0.151 afPond 10P: BMP-2
   Discarded=0.36 cfs  0.151 af   Primary=0.00 cfs  0.000 af   Outflow=0.36 cfs  0.151 af
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Peak Elev=245.27'  Storage=0.031 af   Inflow=1.10 cfs  0.095 afPond 11P: BMP-3
   Discarded=0.17 cfs  0.095 af   Primary=0.00 cfs  0.000 af   Outflow=0.17 cfs  0.095 af

Peak Elev=247.70'  Storage=0.020 af   Inflow=0.89 cfs  0.074 afPond 12P: BMP-5
   Discarded=0.18 cfs  0.074 af   Primary=0.00 cfs  0.000 af   Outflow=0.18 cfs  0.074 af

Peak Elev=247.01'  Storage=0.018 af   Inflow=0.77 cfs  0.065 afPond 13P: BMP-4
   Discarded=0.16 cfs  0.065 af   Primary=0.00 cfs  0.000 af   Outflow=0.16 cfs  0.065 af

Peak Elev=238.79'  Storage=0.003 af   Inflow=0.91 cfs  0.062 afPond 14P: BMP-6
   Discarded=0.02 cfs  0.026 af   Primary=0.89 cfs  0.037 af   Outflow=0.91 cfs  0.062 af

Peak Elev=243.26'  Storage=0.007 af   Inflow=0.34 cfs  0.025 afPond 16P: BMP-7
   Discarded=0.05 cfs  0.025 af   Primary=0.09 cfs  0.001 af   Outflow=0.14 cfs  0.025 af

Peak Elev=249.50'  Storage=0.005 af   Inflow=0.28 cfs  0.022 afPond 17P: BMP-9A
   Outflow=0.05 cfs  0.022 af

Peak Elev=250.00'  Storage=0.005 af   Inflow=0.28 cfs  0.022 afPond 19P: BMP-9B
   Discarded=0.05 cfs  0.022 af   Primary=0.00 cfs  0.000 af   Outflow=0.05 cfs  0.022 af

Peak Elev=251.50'  Storage=0.005 af   Inflow=0.28 cfs  0.022 afPond 20P: BMP-8A
   Outflow=0.05 cfs  0.022 af

Peak Elev=251.50'  Storage=0.005 af   Inflow=0.28 cfs  0.022 afPond 23P: BMP-8B
   Outflow=0.05 cfs  0.022 af

   Inflow=2.35 cfs  0.181 afLink 2L: PR-TOTAL SITE
   Primary=2.35 cfs  0.181 af

   Inflow=0.89 cfs  0.037 afLink 15L: DP-1
   Primary=0.89 cfs  0.037 af

   Inflow=1.22 cfs  0.100 afLink 16L: DP-3
   Primary=1.22 cfs  0.100 af

   Inflow=0.47 cfs  0.043 afLink 17L: DP-2
   Primary=0.47 cfs  0.043 af

Total Runoff Area = 2.728 ac   Runoff Volume = 0.729 af   Average Runoff Depth = 3.21"
62.73% Pervious = 1.711 ac     37.27% Impervious = 1.017 ac



Type III 24-hr  100-Year Rainfall=8.70"25024.00-SIENA CONDOS PR COND-08-05-2025
  Printed  9/2/2025Prepared by {enter your company name here}

HydroCAD® 10.00-26  s/n 05727  © 2020 HydroCAD Software Solutions LLC

Time span=0.00-48.00 hrs, dt=0.01 hrs, 4801 points
Runoff by SCS TR-20 method, UH=SCS, Weighted-CN

Reach routing by Dyn-Stor-Ind method  -  Pond routing by Dyn-Stor-Ind method

Runoff Area=9,892 sf   44.60% Impervious   Runoff Depth=5.68"Subcatchment 3S: PR-SUBAREA-1E
   Flow Length=175'   Tc=11.2 min   CN=75   Runoff=1.27 cfs  0.107 af

Runoff Area=11,072 sf   1.45% Impervious   Runoff Depth=3.87"Subcatchment 4S: PR-SUBAREA-2
   Flow Length=135'   Tc=12.3 min   UI Adjusted CN=60   Runoff=0.93 cfs  0.082 af

Runoff Area=17,837 sf   18.58% Impervious   Runoff Depth=4.83"Subcatchment 5S: PR-SUBAREA-1F
   Flow Length=242'   Tc=11.6 min   CN=68   Runoff=1.93 cfs  0.165 af

Runoff Area=8,930 sf   42.22% Impervious   Runoff Depth=5.92"Subcatchment 6S: PR-SUBAREA-1G
   Flow Length=116'   Tc=4.9 min   CN=77   Runoff=1.46 cfs  0.101 af

Runoff Area=5,136 sf   26.89% Impervious   Runoff Depth=4.59"Subcatchment 7S: PR-SUBAREA-1H
   Flow Length=82'   Tc=7.4 min   UI Adjusted CN=66   Runoff=0.60 cfs  0.045 af

Runoff Area=20,893 sf   24.02% Impervious   Runoff Depth=4.47"Subcatchment 8S: PR-SUBAREA-3
   Flow Length=280'   Tc=9.6 min   UI Adjusted CN=65   Runoff=2.22 cfs  0.179 af

Runoff Area=3,218 sf   51.34% Impervious   Runoff Depth=6.28"Subcatchment 15S: PR-SUBAREA-1A
   Flow Length=110'   Slope=0.0500 '/'   Tc=7.1 min   CN=80   Runoff=0.51 cfs  0.039 af

Runoff Area=10,785 sf   37.16% Impervious   Runoff Depth=4.83"Subcatchment 16S: PR-SUBAREA-1B
   Flow Length=114'   Tc=8.8 min   CN=68   Runoff=1.27 cfs  0.100 af

Runoff Area=11,458 sf   67.67% Impervious   Runoff Depth=6.65"Subcatchment 17S: PR-SUBARE-1C
   Flow Length=120'   Tc=9.1 min   CN=83   Runoff=1.79 cfs  0.146 af

Runoff Area=11,898 sf   42.97% Impervious   Runoff Depth=5.43"Subcatchment 18S: PR-SUBAREA-1D
   Flow Length=307'   Tc=10.7 min   CN=73   Runoff=1.48 cfs  0.124 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=8.46"Subcatchment 19S: PR-SUBAREA-1-E ROOFS
   Tc=5.0 min   CN=98   Runoff=0.39 cfs  0.031 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=8.46"Subcatchment 20S: PR-SUBAREA-1-E ROOFS
   Tc=5.0 min   CN=98   Runoff=0.39 cfs  0.031 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=8.46"Subcatchment 21S: PR-SUBAREA-1-B ROOFS
   Tc=5.0 min   CN=98   Runoff=0.39 cfs  0.031 af

Runoff Area=1,925 sf   100.00% Impervious   Runoff Depth=8.46"Subcatchment 22S: PR-SUBAREA-1-B ROOFS
   Tc=5.0 min   CN=98   Runoff=0.39 cfs  0.031 af

Peak Elev=253.42'  Storage=0.015 af   Inflow=0.51 cfs  0.039 afPond 9P: BMP-1
   Discarded=0.02 cfs  0.033 af   Primary=0.23 cfs  0.006 af   Outflow=0.25 cfs  0.039 af

Peak Elev=248.47'  Storage=0.083 af   Inflow=3.06 cfs  0.245 afPond 10P: BMP-2
   Discarded=0.36 cfs  0.243 af   Primary=0.23 cfs  0.003 af   Outflow=0.59 cfs  0.245 af
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Peak Elev=246.06'  Storage=0.036 af   Inflow=1.93 cfs  0.165 afPond 11P: BMP-3
   Discarded=0.17 cfs  0.132 af   Primary=1.48 cfs  0.033 af   Outflow=1.65 cfs  0.165 af

Peak Elev=249.62'  Storage=0.042 af   Inflow=1.48 cfs  0.124 afPond 12P: BMP-5
   Discarded=0.18 cfs  0.121 af   Primary=0.22 cfs  0.002 af   Outflow=0.40 cfs  0.124 af

Peak Elev=248.91'  Storage=0.037 af   Inflow=1.27 cfs  0.107 afPond 13P: BMP-4
   Discarded=0.16 cfs  0.106 af   Primary=0.11 cfs  0.001 af   Outflow=0.27 cfs  0.107 af

Peak Elev=238.81'  Storage=0.003 af   Inflow=1.46 cfs  0.101 afPond 14P: BMP-6
   Discarded=0.02 cfs  0.031 af   Primary=1.44 cfs  0.070 af   Outflow=1.46 cfs  0.101 af

Peak Elev=243.29'  Storage=0.007 af   Inflow=0.60 cfs  0.045 afPond 16P: BMP-7
   Discarded=0.05 cfs  0.034 af   Primary=0.74 cfs  0.011 af   Outflow=0.79 cfs  0.045 af

Peak Elev=250.56'  Storage=0.009 af   Inflow=0.39 cfs  0.031 afPond 17P: BMP-9A
   Outflow=0.05 cfs  0.031 af

Peak Elev=251.06'  Storage=0.009 af   Inflow=0.39 cfs  0.031 afPond 19P: BMP-9B
   Discarded=0.05 cfs  0.031 af   Primary=0.00 cfs  0.000 af   Outflow=0.05 cfs  0.031 af

Peak Elev=252.56'  Storage=0.009 af   Inflow=0.39 cfs  0.031 afPond 20P: BMP-8A
   Outflow=0.05 cfs  0.031 af

Peak Elev=252.56'  Storage=0.009 af   Inflow=0.39 cfs  0.031 afPond 23P: BMP-8B
   Outflow=0.05 cfs  0.031 af

   Inflow=4.96 cfs  0.386 afLink 2L: PR-TOTAL SITE
   Primary=4.96 cfs  0.386 af

   Inflow=2.38 cfs  0.126 afLink 15L: DP-1
   Primary=2.38 cfs  0.126 af

   Inflow=2.22 cfs  0.179 afLink 16L: DP-3
   Primary=2.22 cfs  0.179 af

   Inflow=0.93 cfs  0.082 afLink 17L: DP-2
   Primary=0.93 cfs  0.082 af

Total Runoff Area = 2.728 ac   Runoff Volume = 1.211 af   Average Runoff Depth = 5.33"
62.73% Pervious = 1.711 ac     37.27% Impervious = 1.017 ac
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Time span=0.00-48.00 hrs, dt=0.01 hrs, 4801 points
Runoff by SCS TR-20 method, UH=SCS, Split Pervious/Imperv.

Reach routing by Dyn-Stor-Ind method  -  Pond routing by Dyn-Stor-Ind method

Runoff Area=9,892 sf   44.60% Impervious   Runoff Depth=0.44"Subcatchment 3S: PR-SUBAREA-1E
   Flow Length=175'   Tc=11.2 min   CN=56/98   Runoff=0.09 cfs  0.008 af

Runoff Area=11,072 sf   1.45% Impervious   Runoff Depth=0.01"Subcatchment 4S: PR-SUBAREA-2
   Flow Length=135'   Tc=12.3 min   CN=60/98   Runoff=0.00 cfs  0.000 af

Runoff Area=17,837 sf   18.58% Impervious   Runoff Depth=0.18"Subcatchment 5S: PR-SUBAREA-1F
   Flow Length=242'   Tc=11.6 min   CN=61/98   Runoff=0.07 cfs  0.006 af

Runoff Area=8,930 sf   42.22% Impervious   Runoff Depth=0.42"Subcatchment 6S: PR-SUBAREA-1G
   Flow Length=116'   Tc=4.9 min   CN=61/98   Runoff=0.10 cfs  0.007 af

Runoff Area=5,136 sf   26.89% Impervious   Runoff Depth=0.27"Subcatchment 7S: PR-SUBAREA-1H
   Flow Length=82'   Tc=7.4 min   CN=61/98   Runoff=0.03 cfs  0.003 af

Runoff Area=20,893 sf   24.02% Impervious   Runoff Depth=0.24"Subcatchment 8S: PR-SUBAREA-3
   Flow Length=280'   Tc=9.6 min   CN=61/98   Runoff=0.11 cfs  0.009 af

Runoff Area=3,218 sf   51.34% Impervious   Runoff Depth=0.51"Subcatchment 15S: PR-SUBAREA-1A
   Flow Length=110'   Slope=0.0500 '/'   Tc=7.1 min   CN=61/98   Runoff=0.04 cfs  0.003 af

Runoff Area=10,785 sf   37.16% Impervious   Runoff Depth=0.37"Subcatchment 16S: PR-SUBAREA-1B
   Flow Length=114'   Tc=8.8 min   CN=49/98   Runoff=0.09 cfs  0.008 af

Runoff Area=11,458 sf   67.67% Impervious   Runoff Depth=0.67"Subcatchment 17S: PR-SUBARE-1C
   Flow Length=120'   Tc=9.1 min   CN=51/98   Runoff=0.18 cfs  0.015 af

Runoff Area=11,898 sf   42.97% Impervious   Runoff Depth=0.42"Subcatchment 18S: PR-SUBAREA-1D
   Flow Length=307'   Tc=10.7 min   CN=54/98   Runoff=0.11 cfs  0.010 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=0.99"Subcatchment 19S: PR-SUBAREA-1-E ROOFS
   Tc=5.0 min   CN=0/98   Runoff=0.05 cfs  0.004 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=0.99"Subcatchment 20S: PR-SUBAREA-1-E ROOFS
   Tc=5.0 min   CN=0/98   Runoff=0.05 cfs  0.004 af

Runoff Area=1,924 sf   100.00% Impervious   Runoff Depth=0.99"Subcatchment 21S: PR-SUBAREA-1-B ROOFS
   Tc=5.0 min   CN=0/98   Runoff=0.05 cfs  0.004 af

Runoff Area=1,925 sf   100.00% Impervious   Runoff Depth=0.99"Subcatchment 22S: PR-SUBAREA-1-B ROOFS
   Tc=5.0 min   CN=0/98   Runoff=0.05 cfs  0.004 af

Peak Elev=250.09'  Storage=0.000 af   Inflow=0.04 cfs  0.003 afPond 9P: BMP-1
   Discarded=0.02 cfs  0.003 af   Primary=0.00 cfs  0.000 af   Outflow=0.02 cfs  0.003 af

Peak Elev=245.01'  Storage=0.000 af   Inflow=0.27 cfs  0.022 afPond 10P: BMP-2
   Discarded=0.27 cfs  0.022 af   Primary=0.00 cfs  0.000 af   Outflow=0.27 cfs  0.022 af
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Peak Elev=242.70'  Storage=0.000 af   Inflow=0.07 cfs  0.006 afPond 11P: BMP-3
   Discarded=0.07 cfs  0.006 af   Primary=0.00 cfs  0.000 af   Outflow=0.07 cfs  0.006 af

Peak Elev=246.21'  Storage=0.000 af   Inflow=0.11 cfs  0.010 afPond 12P: BMP-5
   Discarded=0.11 cfs  0.010 af   Primary=0.00 cfs  0.000 af   Outflow=0.11 cfs  0.010 af

Peak Elev=245.51'  Storage=0.000 af   Inflow=0.09 cfs  0.008 afPond 13P: BMP-4
   Discarded=0.09 cfs  0.008 af   Primary=0.00 cfs  0.000 af   Outflow=0.09 cfs  0.008 af

Peak Elev=237.63'  Storage=0.001 af   Inflow=0.10 cfs  0.007 afPond 14P: BMP-6
   Discarded=0.02 cfs  0.007 af   Primary=0.00 cfs  0.000 af   Outflow=0.02 cfs  0.007 af

Peak Elev=241.01'  Storage=0.000 af   Inflow=0.03 cfs  0.003 afPond 16P: BMP-7
   Discarded=0.03 cfs  0.003 af   Primary=0.00 cfs  0.000 af   Outflow=0.03 cfs  0.003 af

Peak Elev=248.01'  Storage=0.000 af   Inflow=0.05 cfs  0.004 afPond 17P: BMP-9A
   Outflow=0.05 cfs  0.004 af

Peak Elev=248.51'  Storage=0.000 af   Inflow=0.05 cfs  0.004 afPond 19P: BMP-9B
   Discarded=0.05 cfs  0.004 af   Primary=0.00 cfs  0.000 af   Outflow=0.05 cfs  0.004 af

Peak Elev=250.01'  Storage=0.000 af   Inflow=0.05 cfs  0.004 afPond 20P: BMP-8A
   Outflow=0.05 cfs  0.004 af

Peak Elev=250.01'  Storage=0.000 af   Inflow=0.05 cfs  0.004 afPond 23P: BMP-8B
   Outflow=0.05 cfs  0.004 af

   Inflow=0.12 cfs  0.010 afLink 2L: PR-TOTAL SITE
   Primary=0.12 cfs  0.010 af

   Inflow=0.00 cfs  0.000 afLink 15L: DP-1
   Primary=0.00 cfs  0.000 af

   Inflow=0.11 cfs  0.009 afLink 16L: DP-3
   Primary=0.11 cfs  0.009 af

   Inflow=0.00 cfs  0.000 afLink 17L: DP-2
   Primary=0.00 cfs  0.000 af

Total Runoff Area = 2.728 ac   Runoff Volume = 0.083 af   Average Runoff Depth = 0.37"
62.73% Pervious = 1.711 ac     37.27% Impervious = 1.017 ac
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SIENA CONDOMINIUMS 8/4/2025

AP 45, LOTS 10, 11, 12 & 13

MAIN STREET

COVENTRY, RHODE ISLAND

(CFS) (AC-FT) (CFS) (AC-FT) (CFS) (AC-FT) (CFS) (AC-FT)

WQ STORM 0.08 0.008 0.02 0.002 0.11 0.009 0.21 0.020

1-YEAR STORM 0.14 0.029 0.02 0.008 0.12 0.015 0.24 0.052

10-YEAR STORM 1.35 0.148 0.46 0.055 0.71 0.061 2.39 0.264

25-YEAR STORM 2.54 0.257 1.00 0.102 1.22 0.100 4.54 0.458

100-YEAR STORM 5.01 0.483 2.17 0.204 2.22 0.179 9.04 0.866

(CFS) (AC-FT) (CFS) (AC-FT) (CFS) (AC-FT) (CFS) (AC-FT)

WQ STORM 0.00 0.000 0.00 0.000 0.110 0.009 0.12 0.010

1-YEAR STORM 0.14 0.002 0.02 0.005 0.120 0.015 0.26 0.022

10-YEAR STORM 0.59 0.021 0.25 0.025 0.710 0.061 1.40 0.107

25-YEAR STORM 0.89 0.037 0.47 0.043 1.220 0.100 2.35 0.181

100-YEAR STORM 2.38 0.126 0.93 0.082 2.220 0.179 4.96 0.386

(CFS) (AC-FT) (CFS) (AC-FT) (CFS) (AC-FT) (CFS) (AC-FT)

WQ STORM -0.08 -0.008 -0.02 -0.002 0.00 0.000 -0.09 -0.010

1-YEAR STORM 0.00 -0.027 0.00 -0.003 0.00 0.000 0.02 -0.030

10-YEAR STORM -0.76 -0.127 -0.21 -0.030 0.00 0.000 -0.99 -0.157

25-YEAR STORM -1.65 -0.220 -0.53 -0.059 0.00 0.000 -2.19 -0.277

100-YEAR STORM -2.63 -0.357 -1.24 -0.122 0.00 0.000 -4.08 -0.480

TABLE 1: HYDROCAD MODELING SUMMARY TABLE

EXISTING CONDITIONS STORMWATER SUMMARY

DP-1 DP-2 TOTALDP-3

DP-1 DP-2 TOTAL

PROPOSED CONDITIONS STORMWATER SUMMARY

DP-1 DP-2 TOTAL

PROPOSED CONDITIONS STORMWATER REDUCTION SUMMARY

DP-3

DP-3



SIENA CONDOMINIUMS 8/27/2025
AP 45, LOTS 10, 11, 12 & 13
MAIN STREET
COVENTRY, RHODE ISLAND
MINIMUM STANDARD 2 GROUNDWATER RECHARGE (Rev)

Rev= (1") (F) (I)/12

Rev= GROUNDWATER RECHARGE VOLUME (AC-FT)
F= RECHARGE FACTOR
I = IMPERVIOUS AREA IN ACRES

TOTAL PROPOSED IMPERVIUOS AREA= 39,104 SF
0.898 ACRES

PROPOSED IMPERVIOUS AREA-A SOILS 1,050 S.F
0.024ACRES

I = HSG TYPE A = 0.60

Rev = 0.001 AC-FT

PROPOSED IMPERVIOUS AREA-A SOILS 38,054 S.F
0.874ACRES

I = HSG TYPE B = 0.35

Rev = 0.025 AC-FT

TOTAL INFILTRATION REQUIRED=0.027 AC-FT 1162.4 CF

INFILTRATION PROVIDED BMP-1 0.003 AC-FT
BMP-2 0.022 AC-FT
BMP-3 0.006 AC-FT
BMP-4 0.008 AC-FT
BMP-5 0.010 AC-FT
BMP-6 0.007 AC-FT
BMP-7 0.003 AC-FT

BMP-8A 0.004 AC-FT
BMP-8B 0.004 AC-FT
BMP-9A 0.004 AC-FT
BMP-9B 0.004 AC-FT

INFILTRATION PROVIDED=0.075 AC-FT 3267.0 CF

VOLUME INFILTRATED GRAETER THAN VOLUME REQUIRED (0.075<0.027), SO OKAY



SIENA CONDOMINIUMS 8/27/2025
AP 45, LOTS 10, 11, 12 & 13
MAIN STREET
COVENTRY, RHODE ISLAND
MINIMUM STANDARD 3: WATER QUALITY VOLUME (WQv)

WQv= (1") (I)/12

WQv= WATER QUALITY VOLUME (AC-FT)
I = IMPERVIOUS AREA IN ACRES

PROPOSED ASPHALT AND ROOFS IMPERVIOUS AREA 39,104S.F
0.898ACRES

WQv = 0.075AC-FT
TOTAL WATER QUALITY REQUIRED=0.075 AC-FT

INFILTRATION PROVIDED BMP-1 0.003 AC-FT
BMP-2 0.022 AC-FT
BMP-3 0.006 AC-FT
BMP-4 0.008 AC-FT
BMP-5 0.010 AC-FT
BMP-6 0.007 AC-FT
BMP-7 0.003 AC-FT

BMP-8A 0.004 AC-FT
BMP-8B 0.004 AC-FT
BMP-9A 0.004 AC-FT
BMP-9B 0.004 AC-FT

INFILTRATION PROVIDED=0.075 AC-FT 3267.0 CF

INFILTRATION & TREATMENT PROVIDED=0.075 AC-FT

0.075 AC-FT
0.075 AC-FT

 VOLUME  REQUIRED
VOLUME TREATED/INFILTRATED EQUAL TO VOLUME TREATED/INFILTRATION



SIENA CONDOMINIUMS 8/27/2025
AP 45, LOTS 10, 11, 12 & 13
MAIN STREET
COVENTRY, RHODE ISLAND
MINIMUM STANDARD 4: CHANNEL PROTECTION VOLUME (CPv)
COLD WATER FISHERY:  NO
CPv= Vs= (0.65) (Vr)

CPv=Vs= CHANNEL PROTECTION VOLUME (AC-FT)
Vr = RUNOFF VOLUME FROM 1-YEAR, TYPE III STORM (AC-FT)

RUNOFF FROM 1-YEAR
TYPE III STORM (Vr) 0.143 (AC-FT)

CPv = 0.093 AC-FT
4,049 CF

TREATMENT PROVIDED BMP-1 0.006 AC-FT
TREATMENT PROVIDED BMP-2 0.036 AC-FT
TREATMENT PROVIDED BMP-3 0.016 AC-FT
TREATMENT PROVIDED BMP-4 0.015 AC-FT
TREATMENT PROVIDED BMP-5 0.015 AC-FT
TREATMENT PROVIDED BMP-6 0.015 AC-FT
TREATMENT PROVIDED BMP-7 0.004 AC-FT
TREATMENT PROVIDED BMP-8A 0.009 AC-FT
TREATMENT PROVIDED BMP-8B 0.009 AC-FT
TREATMENT PROVIDED BMP-9A 0.009 AC-FT
TREATMENT PROVIDED BMP-9B 0.009 AC-FT

INFILTRATION PROVIDED= 0.143 AC-FT
6229 CF

VOLUME INFILTRATED GRAETER THAN VOLUME REQUIRED (0.143>0.093)

MINIMUM STANDARD 5 : OVERBANK FLOOD PROTECTION
EVALUATED FOR TOTAL SITE

Q10X Q10P �4 Q100X Q100P �4

2.39 1.40 -0.99 9.04 4.96 -4.08
10-YEAR MITIGATION REQUIRED: NO
100-YEAR MITIGATION REQUIRED: NO

STORMWATER POST-DEVELOPMENT FLOW RATES (C.F.S.)
10-YEAR 100-YEAR

1-YEAR STORM  VOLUME INFILTRATED ON
SITE



SIENA CONDOMINIUMS
MAIN STREET
COVENTRY, RHODE ISLAND
CEC JOB #25024.00

BMP DESIGN CALCULATIONS AUGUST 2025

BMP-1 4 ROWS OF 2 ADS SC-740 INFILTRATION CHAMBERS
1-ISOLATOR ROW OF 2 CHAMBERS
12" OF STONE AROUND, 6" UNDER/OVER CHAMBERS
SYSTEM OUTSIDE DIMENSIONS 17.86' L X 20.50' W X 3.5' H

IMPERVIOUS AREA TREATED 0.038 ACRES
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.24  ACRES
WQV FLOW RATE 0.04 CFS
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.25 CFS
ISOLATOR CHAMBERS PROVIDED 2

ITEM ELEV.
MIN. TOP ASPHALT254.80

MIN. BOT ASPHALT/TOP GRAVEL254.50
BOT GRAVEL/TOP STONE253.50

BOT STONE/TOP CHAMBER253.00
BOT CHAMBER/TOP STONE250.50

BOT STONE250.00
SHGWT 246.00

BMP-2 7 ROWS OF 7 ADS SC-740 INFILTRATION CHAMBERS
1-ISOLATOR ROW OF 7 CHAMBERS
12" OF STONE AROUND, 6" UNDER/OVER CHAMBERS
SYSTEM OUTSIDE DIMENSIONS 53.46' L X 34.75' W X 3.5' H

IMPERVIOUS AREA TREATED 0.358 ACRES
ISOLATOR CHAMBERS REQUIRED 2 1 FOR 0.24  ACRES
WQV FLOW RATE 0.27 CFS
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.25 CFS
ISOLATOR CHAMBERS PROVIDED 7

ITEM ELEV.
MIN. TOP ASPHALT249.80

MIN. BOT ASPHALT/TOP GRAVEL249.50
BOT GRAVEL/TOP STONE248.50

BOT STONE/TOP CHAMBER248.00
BOT CHAMBER/TOP STONE245.50

BOT STONE245.00
SHGWT 241.00

BMP AND ISOLATOR ROW CALCULATION 1 of 5



SIENA CONDOMINIUMS
MAIN STREET
COVENTRY, RHODE ISLAND
CEC JOB #25024.00

BMP DESIGN CALCULATIONS AUGUST 2025

BMP-3  10 ROWS OF 2 ADS SC-740 INFILTRATION CHAMBERS
1-ISOLATOR ROW OF 2 CHAMBERS
12" OF STONE AROUND, 6" UNDER/OVER CHAMBERS
SYSTEM OUTSIDE DIMENSIONS 17.86' L X 49.00' W X 3.5' H

IMPERVIOUS AREA TREATED 0.076 ACRES
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.24  ACRES
WQV FLOW RATE 0.07 CFS
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.25 CFS
ISOLATOR CHAMBERS PROVIDED 2

ITEM ELEV.
TOP ASPHALT247.50

BOT ASPHALT/TOP GRAVEL247.20
BOT GRAVEL/TOP STONE246.20

BOT STONE/TOP CHAMBER245.70
BOT CHAMBER/TOP STONE243.20

BOT STONE242.70
SHGWT 238.50

BMP-4 3 ROWS OF 7 ADS SC-740 INFILTRATION CHAMBERS
1-ISOLATOR ROW OF 7 CHAMBERS
12" OF STONE AROUND, 6" UNDER/OVER CHAMBERS
SYSTEM OUTSIDE DIMENSIONS 53.46' L X 15.75' W X 3.5' H

IMPERVIOUS AREA TREATED 0.101 ACRES
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.24  ACRES
WQV FLOW RATE 0.09 CFS
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.25 CFS
ISOLATOR CHAMBERS PROVIDED 7

ITEM ELEV.
MIN. COVER 250.00

BOT ASPHALT/TOP GRAVEL250.00
BOT GRAVEL/TOP STONE249.00

BOT STONE/TOP CHAMBER248.50
BOT CHAMBER/TOP STONE246.00

BOT STONE245.50
SHGWT 240.50

BMP AND ISOLATOR ROW CALCULATION 2 of 5



SIENA CONDOMINIUMS
MAIN STREET
COVENTRY, RHODE ISLAND
CEC JOB #25024.00

BMP DESIGN CALCULATIONS AUGUST 2025

BMP-5 4 ROWS OF 6 ADS SC-740 INFILTRATION CHAMBERS
1-ISOLATOR ROW OF 6 CHAMBERS
12" OF STONE AROUND, 6" UNDER/OVER CHAMBERS
SYSTEM OUTSIDE DIMENSIONS 46.34' L X 20.50' W X 3.5' H

IMPERVIOUS AREA TREATED 0.117 ACRES
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.24  ACRES
WQV FLOW RATE 0.12 CFS
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.25 CFS
ISOLATOR CHAMBERS PROVIDED 6

ITEM ELEV.
TOP ASPHALT250.50

BOT ASPHALT/TOP GRAVEL250.20
BOT GRAVEL/TOP STONE249.20

BOT STONE/TOP CHAMBER248.70
BOT CHAMBER/TOP STONE246.20

BOT STONE245.70
SHGWT 241.70

BMP-6 3 ROWS OF 1 ADS SC-310 INFILTRATION CHAMBERS
1-ISOLATOR ROW OF 1 CHAMBERS
12" OF STONE AROUND, 6" UNDER/OVER CHAMBERS
SYSTEM OUTSIDE DIMENSIONS 10.32' L X 11.50' W X 2.33' H

IMPERVIOUS AREA TREATED 0.087 ACRES
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.24  ACRES
WQV FLOW RATE 0.1 CFS
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.25 CFS
ISOLATOR CHAMBERS PROVIDED 1

ITEM ELEV.
TOP ASPHALT241.30

BOT ASPHALT/TOP GRAVEL241.00
BOT GRAVEL/TOP STONE240.00

BOT STONE/TOP CHAMBER239.50
BOT CHAMBER/TOP STONE237.00

BOT STONE236.50
SHGWT 232.50

BMP AND ISOLATOR ROW CALCULATION 3 of 5



SIENA CONDOMINIUMS
MAIN STREET
COVENTRY, RHODE ISLAND
CEC JOB #25024.00

BMP DESIGN CALCULATIONS AUGUST 2025

BMP-7 3 ROWS OF 3 ADS SC-310 INFILTRATION CHAMBERS
1-ISOLATOR ROW OF 3 CHAMBERS
12" OF STONE AROUND, 6" UNDER/OVER CHAMBERS
SYSTEM OUTSIDE DIMENSIONS 24.56' L X 11.50' W X 2.33' H

IMPERVIOUS AREA TREATED 0.032 ACRES
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.24  ACRES
WQV FLOW RATE 0.03 CFS
ISOLATOR CHAMBERS REQUIRED 1 1 FOR 0.25 CFS
ISOLATOR CHAMBERS PROVIDED 3

ITEM ELEV.
TOP ASPHALT244.63

BOT ASPHALT/TOP GRAVEL244.33
BOT GRAVEL/TOP STONE243.33

BOT STONE/TOP CHAMBER242.83
BOT CHAMBER/TOP STONE241.50

BOT STONE241.00
SHGWT 237.00

BMP-8A & 8B 1 ROW OF 6 ADS SC-740 INFILTRATION CHAMBERS
ROOF RUNOFF ONLY
12" OF STONE AROUND, 6" UNDER/OVER CHAMBERS
SYSTEM OUTSIDE DIMENSIONS 10.75' L X 22.50' W X 3.50' H

IMPERVIOUS AREA TREATED 0.094 ACRES
ISOLATOR CHAMBERS REQUIRED 0 1 FOR 0.24  ACRES
WQV FLOW RATE 0.11 CFS
ISOLATOR CHAMBERS REQUIRED 0 1 FOR 0.25 CFS
ISOLATOR CHAMBERS PROVIDED 0

ITEM ELEV.
TOP ASPHALT254.80

BOT ASPHALT/TOP GRAVEL254.50
BOT GRAVEL/TOP STONE253.50

BOT STONE/TOP CHAMBER253.00
BOT CHAMBER/TOP STONE250.50

BOT STONE250.00
SHGWT 244.00

BMP AND ISOLATOR ROW CALCULATION 4 of 5



SIENA CONDOMINIUMS
MAIN STREET
COVENTRY, RHODE ISLAND
CEC JOB #25024.00

BMP DESIGN CALCULATIONS AUGUST 2025

BMP-9 A 1 ROW OF 6 ADS SC-740 INFILTRATION CHAMBERS
ROOF RUNOFF ONLY
12" OF STONE AROUND, 6" UNDER/OVER CHAMBERS
SYSTEM OUTSIDE DIMENSIONS 10.75' L X 22.50' W X 3.50' H

IMPERVIOUS AREA TREATED 0.094 ACRES
ISOLATOR CHAMBERS REQUIRED 0 1 FOR 0.24  ACRES
WQV FLOW RATE 0.11 CFS
ISOLATOR CHAMBERS REQUIRED 0 1 FOR 0.25 CFS
ISOLATOR CHAMBERS PROVIDED 0

ITEM ELEV.
TOP ASPHALT252.80

BOT ASPHALT/TOP GRAVEL252.50
BOT GRAVEL/TOP STONE251.50

BOT STONE/TOP CHAMBER251.00
BOT CHAMBER/TOP STONE248.50

BOT STONE248.00
SHGWT 242.00

BMP-9B 1 ROW OF 6 ADS SC-740 INFILTRATION CHAMBERS
ROOF RUNOFF ONLY
12" OF STONE AROUND, 6" UNDER/OVER CHAMBERS
SYSTEM OUTSIDE DIMENSIONS 10.75' L X 22.50' W X 3.50' H

IMPERVIOUS AREA TREATED 0.094 ACRES
ISOLATOR CHAMBERS REQUIRED 0 1 FOR 0.24  ACRES
WQV FLOW RATE 0.11 CFS
ISOLATOR CHAMBERS REQUIRED 0 1 FOR 0.25 CFS
ISOLATOR CHAMBERS PROVIDED 0

ITEM ELEV.
TOP ASPHALT253.30

BOT ASPHALT/TOP GRAVEL253.00
BOT GRAVEL/TOP STONE252.00

BOT STONE/TOP CHAMBER251.50
BOT CHAMBER/TOP STONE249.00

BOT STONE248.50
SHGWT 242.00

BMP AND ISOLATOR ROW CALCULATION 5 of 5





COMMONWEALTH ENGINEERS AND CONSULTING INC. TEST HOLE SUMMARY

OBSERVED BY TIM BEHAN, P.E.

LOCATION TP-1 6/30/2025 LOCATION TP-6 6/30/2025

SURFACE GRADE256.0± FEET SURFACE GRADE248.8± FEET

0-6" LOAM 0-10" LOAM

6-24" SANDY LOAM SUBSOIL 10-30" SANDY LOAM SUBSOIL

24-60" MED. SAND 30-72" VERY FINE SAND

60-144" MED. SAND/FINE GRAVEL 72-144" MED. SAND/FINE GRAVEL

NO GW SEEPAGE, NO MOTTLING, NO LEDGE NO GW SEEPAGE, NO MOTTLING, NO LEDGE

LOCATION TP-2 6/30/2025 LOCATION TP-7 6/30/2025

SURFACE GRADE256.0± FEET SURFACE GRADE253.7± FEET

0-6" LOAM 0-6" LOAM

6-30" SANDY LOAM SUBSOIL 6-24" SANDY LOAM SUBSOIL/COBBLES

30-78" VERY FINE SAND 24-144" LOAMY, GRAVELLY SAND, BOULDERS

78-156" MED. SAND/FINE GRAVEL NO GW SEEPAGE, NO MOTTLING, NO LEDGE

NO GW SEEPAGE, NO MOTTLING, NO LEDGE LOCATION TP-8 6/30/2025

LOCATION TP-3 6/30/2025SURFACE GRADE252.0± FEET

SURFACE GRADE260.0± FEET 0-6" LOAM

0-4" LOAM 6-30" SANDY LOAM SUBSOIL

4-24" SANDY LOAM SUBSOIL/COBBLES 30-72" VERY FINE SAND

24-144" MED. SAND/FINE GRAVEL 72-132" MED. SAND/FINE GRAVEL

NO GW SEEPAGE, NO MOTTLING, NO LEDGE NO GW SEEPAGE, NO MOTTLING, NO LEDGE

LOCATION TP-4 6/30/2025 LOCATION TP-9 6/30/2025

SURFACE GRADE257.5± FEET SURFACE GRADE252.0± FEET

0-6" LOAM 0-6" LOAM

6-24" SANDY LOAM SUBSOIL/COBBLES 6-30" SANDY LOAM SUBSOIL

24-144" MED. SAND/FINE GRAVEL 30-78" VERY FINE SAND

NO GW SEEPAGE, NO MOTTLING, NO LEDGE 78-144" MED. SAND/FINE GRAVEL

LOCATION TP-5 6/30/2025 NO GW SEEPAGE, NO MOTTLING, NO LEDGE

SURFACE GRADE253.7.0± FEET LOCATION TP-10 6/30/2025

0-10" LOAM SURFACE GRADE246.0± FEET

10-30" SANDY LOAM SUBSOIL 0-4" LOAM

30-72" VERY FINE SAND 4-24" SANDY LOAM SUBSOIL

72-144" MED. SAND/FINE GRAVEL 24-60" VERY FINE SAND

NO GW SEEPAGE, NO MOTTLING, NO LEDGE 60-144" MED. SAND/FINE GRAVEL

NO GW SEEPAGE, NO MOTTLING, NO LEDGE



COMMONWEALTH ENGINNERS TEST PIT NO.: TH-1

AND CONSULTANTS, INC. DESRIPTION: SIENA CONDOS FILE NO.: 25024.00

400 SMITH STRETET MAIN STREET DATE: 6/30/2025

PROVIDENCE, RI 02908 LOCATION: COVENTRY, RI CHECKED BY: TJB

CEC ENGINEER: T. BEHAN, PE MAKE: CAT DATUM: NAVD88
WEATHER: CLOUDY, 60OF MODEL: 212 EXCAVATOR GROUND ELEV.: 256.0+/-

CONTRACTOR: OWNER CAPACITY: 0.5 CY TIME STARTED: 8:00

OPERATOR: H. HARDING REACH: 16 FT TIME COMPLETED: 8:30

DEPTH
(FEET)

EXCAV.
EFFORT

BOULDER
COUNT

REMARKS

0.0-0.5' E

.5'-2.0' E

2.0'-5.0' E

5.0'-12.0' M 1,2,3

REMARKS: 1 NO GW SEEPAGE OBSERVED

2 NO MOTTLING OBSERVED

3 NO LEDGE OBSERVED

TEST PIT PLAN

DIMS.: L: 10' 6"-18" A TRACE (TRC) 0-10% EASY E

W: 6' 18"-36" B LITTLE (LI) 10%-20% MODERATE M

VOLUME (CY): ~20 >36" C SOME (SO) 20-35% DIFFICEULT: D

NORTH �Š
And 35%-50% GROUND WATER

TABLE GWT

BOULDERS PROPORTIONS EXCAVATION EFFORT

MED. SAND

MED. SAND/FINE GRAVEL

GW >12.0 FEET BGS

SANDY LOAM SUBSOIL

TEST PIT FIELD LOG
PROJECT

EXCAVATION EQUIPMENT

SOIL DESCRIPTION

LOAM



COMMONWEALTH ENGINNERS TEST PIT NO.: TH-2

AND CONSULTANTS, INC. DESRIPTION: SIENA CONDOS FILE NO.: 25024.00

400 SMITH STRETET MAIN STREET DATE: 6/30/2025

PROVIDENCE, RI 02908 LOCATION: COVENTRY, RI CHECKED BY: TJB

CEC ENGINEER: T. BEHAN, PE MAKE: CAT DATUM: NAVD88
WEATHER: CLOUDY, 60OF MODEL: 212 EXCAVATOR GROUND ELEV.: 256.0+/-

CONTRACTOR: OWNER CAPACITY: 0.5 CY TIME STARTED: 8:30

OPERATOR: H. HARDING REACH: 16 FT TIME COMPLETED: 9:00

DEPTH
(FEET)

EXCAV.
EFFORT

BOULDER
COUNT

REMARKS

0.0-0.5' E

.5'-2.5' E

2.5'-6.5' E

6.5'-13.0' M 1,2,3

REMARKS: 1 NO GW SEEPAGE OBSERVED

2 NO MOTTLING OBSERVED

3 NO LEDGE OBSERVED

TEST PIT PLAN

DIMS.: L: 10' 6"-18" A TRACE (TRC) 0-10% EASY E

W: 6' 18"-36" B LITTLE (LI) 10%-20% MODERATE M

VOLUME (CY): ~20 >36" C SOME (SO) 20-35% DIFFICEULT: D

NORTH �Š
And 35%-50% GROUND WATER

TABLE GWT

BOULDERS PROPORTIONS EXCAVATION EFFORT

VERY FINE SAND

MED. SAND/FINE GRAVEL

GW >13.0 FEET BGS

SANDY LOAM SUBSOIL

TEST PIT FIELD LOG
PROJECT

EXCAVATION EQUIPMENT

SOIL DESCRIPTION

LOAM



COMMONWEALTH ENGINNERS TEST PIT NO.: TH-3

AND CONSULTANTS, INC. DESRIPTION: SIENA CONDOS FILE NO.: 25024.00

400 SMITH STRETET MAIN STREET DATE: 6/30/2025

PROVIDENCE, RI 02908 LOCATION: COVENTRY, RI CHECKED BY: TJB

CEC ENGINEER: T. BEHAN, PE MAKE: CAT DATUM: NAVD88
WEATHER: CLOUDY, 60OF MODEL: 212 EXCAVATOR GROUND ELEV.: 260.0+/-

CONTRACTOR: OWNER CAPACITY: 0.5 CY TIME STARTED: 9:00

OPERATOR: H. HARDING REACH: 16 FT TIME COMPLETED: 9:30

DEPTH
(FEET)

EXCAV.
EFFORT

BOULDER
COUNT

REMARKS

0.0-0.33' E

0.33'-2.0' E

2.0'-12.0' E 1,2,3

REMARKS: 1 NO GW SEEPAGE OBSERVED

2 NO MOTTLING OBSERVED

3 NO LEDGE OBSERVED

TEST PIT PLAN

DIMS.: L: 10' 6"-18" A TRACE (TRC) 0-10% EASY E

W: 6' 18"-36" B LITTLE (LI) 10%-20% MODERATE M

VOLUME (CY): ~20 >36" C SOME (SO) 20-35% DIFFICEULT: D

NORTH �Š
And 35%-50% GROUND WATER

TABLE GWT

BOULDERS PROPORTIONS EXCAVATION EFFORT

MED SAND/FINE GRAVEL

GW >12.0 FEET BGS

SANDY LOAM SUBSOIL/COBBLES

TEST PIT FIELD LOG
PROJECT

EXCAVATION EQUIPMENT

SOIL DESCRIPTION

LOAM



COMMONWEALTH ENGINNERS TEST PIT NO.: TH-4

AND CONSULTANTS, INC. DESRIPTION: SIENA CONDOS FILE NO.: 25024.00

400 SMITH STRETET MAIN STREET DATE: 6/30/2025

PROVIDENCE, RI 02908 LOCATION: COVENTRY, RI CHECKED BY: TJB

CEC ENGINEER: T. BEHAN, PE MAKE: CAT DATUM: NAVD88
WEATHER: CLOUDY, 60OF MODEL: 212 EXCAVATOR GROUND ELEV.: 257.5+/-

CONTRACTOR: OWNER CAPACITY: 0.5 CY TIME STARTED: 9:30

OPERATOR: H. HARDING REACH: 16 FT TIME COMPLETED: 10:00

DEPTH
(FEET)

EXCAV.
EFFORT

BOULDER
COUNT

REMARKS

0.0-0.5' E

0.5'-2.0' E

2.0'-12.0' M 1,2,3

REMARKS: 1 NO GW SEEPAGE OBSERVED

2 NO MOTTLING OBSERVED

3 NO LEDGE OBSERVED

TEST PIT PLAN

DIMS.: L: 10' 6"-18" A TRACE (TRC) 0-10% EASY E

W: 6' 18"-36" B LITTLE (LI) 10%-20% MODERATE M

VOLUME (CY): ~20 >36" C SOME (SO) 20-35% DIFFICEULT: D

NORTH �Š
And 35%-50% GROUND WATER

TABLE GWT

BOULDERS PROPORTIONS EXCAVATION EFFORT

MED SAND/FINE GRAVEL

GW >12.0 FEET BGS

SANDY LOAM SUBSOIL/COBBLES

TEST PIT FIELD LOG
PROJECT

EXCAVATION EQUIPMENT

SOIL DESCRIPTION

LOAM



COMMONWEALTH ENGINNERS TEST PIT NO.: TH-5

AND CONSULTANTS, INC. DESRIPTION: SIENA CONDOS FILE NO.: 25024.00

400 SMITH STRETET MAIN STREET DATE: 6/30/2025

PROVIDENCE, RI 02908 LOCATION: COVENTRY, RI CHECKED BY: TJB

CEC ENGINEER: T. BEHAN, PE MAKE: CAT DATUM: NAVD88
WEATHER: CLOUDY, 60OF MODEL: 212 EXCAVATOR GROUND ELEV.: 253.7+/-

CONTRACTOR: OWNER CAPACITY: 0.5 CY TIME STARTED: 10:00

OPERATOR: H. HARDING REACH: 16 FT TIME COMPLETED: 10:30

DEPTH
(FEET)

EXCAV.
EFFORT

BOULDER
COUNT

REMARKS

0.0-0.83' E

0.83'-2.5' E

2.5'-6.0' E

6.0'-12.0' M 1,2,3

REMARKS: 1 NO GW SEEPAGE OBSERVED

2 NO MOTTLING OBSERVED

3 NO LEDGE OBSERVED

TEST PIT PLAN

DIMS.: L: 10' 6"-18" A TRACE (TRC) 0-10% EASY E

W: 6' 18"-36" B LITTLE (LI) 10%-20% MODERATE M

VOLUME (CY): ~20 >36" C SOME (SO) 20-35% DIFFICEULT: D

NORTH �Š
And 35%-50% GROUND WATER

TABLE GWT

BOULDERS PROPORTIONS EXCAVATION EFFORT

VERY FINE SAND

MED. SAND/FINE GRAVEL

GW >12.0 FEET BGS

SANDY LOAM SUBSOIL

TEST PIT FIELD LOG
PROJECT

EXCAVATION EQUIPMENT

SOIL DESCRIPTION

LOAM



COMMONWEALTH ENGINNERS TEST PIT NO.: TH-6

AND CONSULTANTS, INC. DESRIPTION: SIENA CONDOS FILE NO.: 25024.00

400 SMITH STRETET MAIN STREET DATE: 6/30/2025

PROVIDENCE, RI 02908 LOCATION: COVENTRY, RI CHECKED BY: TJB

CEC ENGINEER: T. BEHAN, PE MAKE: CAT DATUM: NAVD88
WEATHER: CLOUDY, 60OF MODEL: 212 EXCAVATOR GROUND ELEV.: 248.8+/-

CONTRACTOR: OWNER CAPACITY: 0.5 CY TIME STARTED: 10:30

OPERATOR: H. HARDING REACH: 16 FT TIME COMPLETED: 11:00

DEPTH
(FEET)

EXCAV.
EFFORT

BOULDER
COUNT

REMARKS

0.0-0.83' E

0.83'-2.5' E

2.5'-6.0' E

6.0'-12.0' M 1,2,3

REMARKS: 1 NO GW SEEPAGE OBSERVED

2 NO MOTTLING OBSERVED

3 NO LEDGE OBSERVED

TEST PIT PLAN

DIMS.: L: 10' 6"-18" A TRACE (TRC) 0-10% EASY E

W: 6' 18"-36" B LITTLE (LI) 10%-20% MODERATE M

VOLUME (CY): ~20 >36" C SOME (SO) 20-35% DIFFICEULT: D

NORTH �Š
And 35%-50% GROUND WATER

TABLE GWT

BOULDERS PROPORTIONS EXCAVATION EFFORT

VERY FINE SAND

MED. SAND/FINE GRAVEL

GW >12.0 FEET BGS

SANDY LOAM SUBSOIL

TEST PIT FIELD LOG
PROJECT

EXCAVATION EQUIPMENT

SOIL DESCRIPTION

LOAM



COMMONWEALTH ENGINNERS TEST PIT NO.: TH-7

AND CONSULTANTS, INC. DESRIPTION: SIENA CONDOS FILE NO.: 25024.00

400 SMITH STRETET MAIN STREET DATE: 6/30/2025

PROVIDENCE, RI 02908 LOCATION: COVENTRY, RI CHECKED BY: TJB

CEC ENGINEER: T. BEHAN, PE MAKE: CAT DATUM: NAVD88
WEATHER: CLOUDY, 60OF MODEL: 212 EXCAVATOR GROUND ELEV.: 253.7+/-

CONTRACTOR: OWNER CAPACITY: 0.5 CY TIME STARTED: 11:00

OPERATOR: H. HARDING REACH: 16 FT TIME COMPLETED: 11:30

DEPTH
(FEET)

EXCAV.
EFFORT

BOULDER
COUNT

REMARKS

0.0-0.5' E

0.5'-2.0' E

2.0'-12.0' E         A 1,2,3

REMARKS: 1 NO GW SEEPAGE OBSERVED

2 NO MOTTLING OBSERVED

3 NO LEDGE OBSERVED

TEST PIT PLAN

DIMS.: L: 10' 6"-18" A TRACE (TRC) 0-10% EASY E

W: 6' 18"-36" B LITTLE (LI) 10%-20% MODERATE M

VOLUME (CY): ~20 >36" C SOME (SO) 20-35% DIFFICEULT: D

NORTH �Š
And 35%-50% GROUND WATER

TABLE GWT

BOULDERS PROPORTIONS EXCAVATION EFFORT

LOAMY, GRAVELLY SAND, BOULDERS

GW >12.0 FEET BGS

SANDY LOAM SUBSOIL/COBBLES

TEST PIT FIELD LOG
PROJECT

EXCAVATION EQUIPMENT

SOIL DESCRIPTION

LOAM



COMMONWEALTH ENGINNERS TEST PIT NO.: TH-8

AND CONSULTANTS, INC. DESRIPTION: SIENA CONDOS FILE NO.: 25024.00

400 SMITH STRETET MAIN STREET DATE: 6/30/2025

PROVIDENCE, RI 02908 LOCATION: COVENTRY, RI CHECKED BY: TJB

CEC ENGINEER: T. BEHAN, PE MAKE: CAT DATUM: NAVD88
WEATHER: CLOUDY, 60OF MODEL: 212 EXCAVATOR GROUND ELEV.: 252.0+/-

CONTRACTOR: OWNER CAPACITY: 0.5 CY TIME STARTED: 11:30

OPERATOR: H. HARDING REACH: 16 FT TIME COMPLETED: 12:00

DEPTH
(FEET)

EXCAV.
EFFORT

BOULDER
COUNT

REMARKS

0.0-0.5' E

0.5'-2.5' E

2.5'-6.0' E

6.0'-11.0' E 1,2,3

REMARKS: 1 NO GW SEEPAGE OBSERVED

2 NO MOTTLING OBSERVED

3 NO LEDGE OBSERVED

TEST PIT PLAN

DIMS.: L: 10' 6"-18" A TRACE (TRC) 0-10% EASY E

W: 6' 18"-36" B LITTLE (LI) 10%-20% MODERATE M

VOLUME (CY): ~20 >36" C SOME (SO) 20-35% DIFFICEULT: D

NORTH �Š
And 35%-50% GROUND WATER

TABLE GWT

BOULDERS PROPORTIONS EXCAVATION EFFORT

VERY FINE SAND

MED. SAND/FINE GRAVEL

GW >11.0 FEET BGS

SANDY LOAM SUBSOIL

TEST PIT FIELD LOG
PROJECT

EXCAVATION EQUIPMENT

SOIL DESCRIPTION

LOAM



COMMONWEALTH ENGINNERS TEST PIT NO.: TH-9

AND CONSULTANTS, INC. DESRIPTION: SIENA CONDOS FILE NO.: 25024.00

400 SMITH STRETET MAIN STREET DATE: 6/30/2025

PROVIDENCE, RI 02908 LOCATION: COVENTRY, RI CHECKED BY: TJB

CEC ENGINEER: T. BEHAN, PE MAKE: CAT DATUM: NAVD88
WEATHER: CLOUDY, 60OF MODEL: 212 EXCAVATOR GROUND ELEV.: 252.0+/-

CONTRACTOR: OWNER CAPACITY: 0.5 CY TIME STARTED: 12:30

OPERATOR: H. HARDING REACH: 16 FT TIME COMPLETED: 1:00

DEPTH
(FEET)

EXCAV.
EFFORT

BOULDER
COUNT

REMARKS

0.0-0.5' E

0.5'-2.5' E

2.5'-6.0' E

6.0'-12.0' E 1,2,3

REMARKS: 1 NO GW SEEPAGE OBSERVED

2 NO MOTTLING OBSERVED

3 NO LEDGE OBSERVED

TEST PIT PLAN

DIMS.: L: 10' 6"-18" A TRACE (TRC) 0-10% EASY E

W: 6' 18"-36" B LITTLE (LI) 10%-20% MODERATE M

VOLUME (CY): ~20 >36" C SOME (SO) 20-35% DIFFICEULT: D

NORTH �Š
And 35%-50% GROUND WATER

TABLE GWT

BOULDERS PROPORTIONS EXCAVATION EFFORT

VERY FINE SAND

MED. SAND/FINE GRAVEL

GW >12.0 FEET BGS

SANDY LOAM SUBSOIL

TEST PIT FIELD LOG
PROJECT

EXCAVATION EQUIPMENT

SOIL DESCRIPTION

LOAM



COMMONWEALTH ENGINNERS TEST PIT NO.: TH-10
AND CONSULTANTS, INC. DESRIPTION: SIENA CONDOS FILE NO.: 25024.00
400 SMITH STRETET MAIN STREET DATE: 6/30/2025
PROVIDENCE, RI 02908 LOCATION: COVENTRY, RI CHECKED BY: TJB

CEC ENGINEER: T. BEHAN, PE MAKE: CAT DATUM: NAVD88
WEATHER: CLOUDY, 60OF MODEL: 212 EXCAVATOR GROUND ELEV.: 246.0+/-
CONTRACTOR: OWNER CAPACITY: 0.5 CY TIME STARTED: 1:00
OPERATOR: H. HARDING REACH: 16 FT TIME COMPLETED: 1:30

DEPTH
(FEET)

EXCAV.
EFFORT

BOULDER
COUNT

REMARKS

0.0-0.33' E

0.33'-2.0' E

2.0'-5.0' E

5.0'-12.0' E 1,2,3

REMARKS: 1 NO GW SEEPAGE OBSERVED

2 NO MOTTLING OBSERVED

3 NO LEDGE OBSERVED

TEST PIT PLAN

DIMS.: L: 10' 6"-18" A TRACE (TRC) 0-10% EASY E

W: 6' 18"-36" B LITTLE (LI) 10%-20% MODERATE M

VOLUME (CY): ~20 >36" C SOME (SO) 20-35% DIFFICEULT: D

NORTH �Š
And 35%-50% GROUND WATER

TABLE GWT

BOULDERS PROPORTIONS EXCAVATION EFFORT

MED. SAND/FINE GRAVEL

PROJECT

GW >12.0 FEET BGS

SANDY LOAM SUBSOIL

TEST PIT FIELD LOG

EXCAVATION EQUIPMENT

SOIL DESCRIPTION

LOAM

VERY FINE SAND
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